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1 DESCRIPTION 

1.1 Purpose 
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Data collected, analyzed and described here are used to inform the site design activities for NEON 
project Teams, EHS (permitting), FCC, ENG and FSU.  This report was made based on actual site visit in 
Domain 07. This document presents all the supporting data for FIU site characterization. 

1.2 Scope 

FIU site characterization data and analysis results presented in this document are for D07 tower 
locations: Oak Ridge National Labs ς Walker Branch (ORNL Walker Branch) site (Advanced), Mountain 
Lake Biological Station site (Relocatable 1), and Great Smoky Mountains National Park ς Twin Creeks site 
(Relocatable 2).  Issues and concerns for each site that need attentions are also addressed in this 
document according to our best knowledge. Accuracy of our GPS locations are only as good as the 
methodology used, i.e., GPS units to ~ ±3 m.  
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2 RELATED DOCUMENTS AND ACRONYMS 

2.1 Applicable Documents 

 

AD[01] NEON.DOC.011008   FIU Tower Design Science Requirements 

AD[02] NEON.DOC.011000   FIU Technical and Operation Requirements 

AD[03]  

AD[04] NEON.DOC.011029   FIU Precipitation Collector Site Design Requirements 

2.2 Reference Documents 

 

RD[01] NEON.DOC.000008         NEON Acronym List 

RD[02] NEON.DOC.000243          NEON Glossary Of Terms 

RD[03]  

RD[04]  

2.3 Acronyms 

2.4 Verb Convention 

"Shall" is used whenever a specification expresses a provision that is binding. The verbs "should" and 
ϦƳŀȅϦ ŜȄǇǊŜǎǎ ƴƻƴπƳŀƴŘŀǘƻǊȅ ǇǊƻǾƛǎƛƻƴǎΦ Ϧ²ƛƭƭϦ ƛǎ ǳǎŜŘ ǘƻ ŜȄǇǊŜǎǎ ŀ ŘŜŎƭŀǊŀǘƛƻƴ ƻŦ ǇǳǊǇƻǎŜ ƻƴ ǘƘŜ ǇŀǊǘ 
of the design activity. 
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3 ORNL WALKER BRANCH (ADVANCED TOWER SITE) 

3.1 Site description 

NEON Advanced tower site at Oak Ridge is located within The Walker Branch Watershed (Figure 1), 

which is located on the U. S. Department of Energy's Oak Ridge Reservation in Roane County, 

Tennessee. Major funding for Walker Branch Watershed research activities comes from the Program for 

Ecosystem Research (PER) in the DOE Office of Science and Office of Biological and Environmental 

Research (OBER). The 97.5 ha Walker Branch watershed has been the site of long-term, intensive 

environmental studies since the late-1960's by staff from the Environmental Sciences Division at Oak 

Ridge National Laboratory (ORNL), staff from the Atmospheric Turbulence and Diffusion Division, Air 

Resources Laboratory, National Oceanic and Atmospheric Administration in Oak Ridge, Tennessee, and 

many visiting university researchers. (Information source: http://walkerbranch.ornl.gov/)  

Mean annual precipitation in Walker Branch Watershed is 140 cm and mean temperature is моΦо хC. The 

acidic forest soils (pH 3.5 to 4.6) at this site are primarily typic Paleudults. These ancient residual soils 

are very cherty, infertile, and highly permeable. They formed over a dolomitic bedrock but retain little 

evidence of their carbonate parent material. Depth to bedrock at this location is approximately 30 m. 

Stand basal area averages 20 to 25 m2 ha-1. The site has relatively uniform slope, consistent soils, and a 

reasonably uniform distribution of vegetation. The site is dominated by Quercus alba, Quercus pMus 

and Acer rubrum L. but it contains just under 20 tree species. (Source information: 

http://www.osti.gov/bridge/purl.cover.jsp?purl=/41269-PjBCZg/webviewable/ ). 

 
Figure 1. Boundary map of ORNL Walker Branch and NEON candidate tower location 

http://walkerbranch.ornl.gov/
http://www.osti.gov/bridge/purl.cover.jsp?purl=/41269-PjBCZg/webviewable/
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3.1.1 Ecosystem  

Major forest types were identified by Grigal and Goldstein (1971) and characterized predominately as 

upland hardwoods [oak (Quercus spp.), red maple (Acer rubrum L.), hickory (Carya spp.)] dominated by 

chestnut oak (Q. prinus L.) with some intermixing of pine [shortleaf pine (Pinus echineta Mill.) and 

Virginia pine (P. virginiana Mill.)] on ridges. Mesic coves and riparian zones are mainly yellow poplar 

(Lirodendron tulipifera L.) and American beech (Fagus grandifolia Ehrh.). The watershed is at 300 to 

350 m elevation, has 14.5°C mean annual temperature, and receives 151 cm average annual 

precipitation of which 43ς48% is estimated to undergo evapotranspiration (Information source: 

http:// soil.scijournals.org/cgi/content/full/63/5/1436  ) 

Vegetation and land use type at this area can be found on Figure 2 and Figure 3, Table 1 and Table 2 

below. 

The ecosystem we are interested in is the mixed hardwood forest described above. The tree species 

around NEON tower site are mainly oak and maple. Candidate tower location was lat 35.964618, long -

84.280557. After FIU site characterization, we determine the tower location to be at 35.96412, -

84.28260 to avoid measuring the air that is channeled by the valley on the south direction. New tower 

location is microsited toward southwest direction for ~190 m and toward the hill top. It is next to dirt 

access road.  This is a closed-canopy ecosystem. Canopy height is ~28 m around tower site with lowest 

branches at ~10 m above ground level. No obvious strata observed at canopy. Seedlings and sapling 

form understory. Height varies between 5 to 10 meters. This understory canopy layer is more obvious at 

lower elevation toward valley. Litter layer is very thick.  Ferns and new seedling form the understory at 

ground level with height < 1m (Figure 4).  

 

http://soil.scijournals.org/cgi/content/full/63/5/1436
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Figure 2. Vegetative cover map of ORNL Walker Branch and surrounding areas  
(information is from USGS, http://landfire.cr.usgs.gov/viewer/viewer.htm). 
 
Table 1. Percent Land cover type at ORNL Walker Branch  
(information is from USGS, http://landfire.cr.usgs.gov/viewer/viewer.htm) 

Land cover type Area Percentage (%) 

Developed-Open Space 0.0072 0.711619 

Agriculture-Pasture and Hay 0.00558758 0.552254 

South-Central Interior Mesophytic Forest 0.982807157 97.13664 

Central Interior and Appalachian Swamp Systems 0.0009 0.088952 

Ruderal Upland-Old Field 0.0027 0.266857 
Ruderal Forest-Northern and Central Hardwood 
and Conifer 0.012583236 1.243676 

Total 1.011777973 100 

 
 

#* NEON Candidate Tower

Walker Branch Property Boundary

EVT_NAME

Agriculture-Cultivated Crops and Irrigated Agriculture

Agriculture-Pasture and Hay

Allegheny-Cumberland Dry Oak Forest and Woodland

Barren

Central Appalachian Pine-Oak Rocky Woodland

Central Interior and Appalachian Floodplain Systems

Central Interior and Appalachian Riparian Systems

Central Interior and Appalachian Swamp Systems

Developed-High Intensity

Developed-Low Intensity

Developed-Medium Intensity

Developed-Open Space

Eastern Serpentine Woodland

Introduced Upland Vegetation-Perennial Grassland and Forbland

Managed Tree Plantation-Northern and Central Hardwood and Conifer Plantation Group

Open Water

Ruderal Forest-Northern and Central Hardwood and Conifer

Ruderal Forest-Southeast Hardwood and Conifer

Ruderal Upland-Old Field

South-Central Interior Mesophytic Forest

Southeastern Interior Longleaf Pine Woodland

Southern and Central Appalachian Cove Forest

Southern Appalachian Low-Elevation Pine Forest

Southern Appalachian Northern Hardwood Forest

Southern Appalachian Oak Forest

Southern Interior Low Plateau Dry-Mesic Oak Forest

Southern Ridge and Valley Patch Prairie

Southern Ridge and Valley/Cumberland Dry Calcareous Forest

http://landfire.cr.usgs.gov/viewer/viewer.htm
http://landfire.cr.usgs.gov/viewer/viewer.htm
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Figure 3. Vegetative height map of ORNL Walker Branch and the surrounding areas (information is from 
USGS, http://landfire.cr.usgs.gov/viewer/viewer.htm). 
 
Table 2. Percent Land cover by vegetation height type at ORNL Walker Branch  
(information is from USGS, http://landfire.cr.usgs.gov/viewer/viewer.htm) 
 

Vegetation Height Vegetation Type Area Percentage 

Developed-Open_Space Developed-Open Space 0.0072 0.712734 

Pasture/Hay Agriculture-Pasture and Hay 0.00558758 0.553119 

Herb_Height_0_to_0.5_
meters Ruderal Upland-Old Field 0.0027 0.267275 

Forest_Height_10_to_25
_meters South-Central Interior Mesophytic Forest 0.951061504 94.14632 

Forest_Height_10_to_25
_meters 

Central Interior and Appalachian Swamp 
Systems 0.0009 0.089092 

Forest_Height_10_to_25
_meters 

Ruderal Forest-Northern and Central 
Hardwood and Conifer 0.012543393 1.24168 

Forest_Height_25_to_50
_meters South-Central Interior Mesophytic Forest 0.030202592 2.989778 

 Total Area Sq Km 1.01019507 100 

 
  

#* NEON Candidate Tower

VegT_VegH_Poly_Dissolve

lf13904462.vat:EVT_NAME, lf56937395.vat:LABEL

Agriculture-Pasture and Hay, Pasture/Hay

Central Interior and Appalachian Swamp Systems, Forest_Height_10_to_25_meters

Developed-Open Space, Developed-Open_Space

Ruderal Forest-Northern and Central Hardwood and Conifer, Forest_Height_10_to_25_meters

Ruderal Upland-Old Field, Herb_Height_0_to_0.5_meters

South-Central Interior Mesophytic Forest, Forest_Height_10_to_25_meters

South-Central Interior Mesophytic Forest, Forest_Height_25_to_50_meters

Walker Branch Property Boundary

http://landfire.cr.usgs.gov/viewer/viewer.htm
http://landfire.cr.usgs.gov/viewer/viewer.htm
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Figure 4. A photo to show the ecosystem structure at ORNL Walker Branch Advance tower site  

3.2 Soils 

3.2.1 Soil description 

Soil data and soil maps (Figures 5) below for the ORNL Walker Branch Advanced tower site were 
collected from 2.5 km2 NRCS soil maps(http://websoilsurvey.nrcs.usda.gov/app/HomePage.htm), which 
centered at the tower location, to determine the dominant soil types in the larger tower foot print.  This 
was done to assure that the soil array is in the dominant (or in the co-dominant) soil type present in the 
tower footprint. 

http://websoilsurvey.nrcs.usda.gov/app/HomePage.htm
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Figure 5.  2.5 km2 soil map for ORNL Walker Branch NEON advanced tower site, center at tower location. 
 
Map Unit Description The map units delineated on the detailed soil maps in a soil survey represent the 
soils or miscellaneous areas in the survey area.  The map unit descriptions in this report, along with the 
maps, can be used to determine the composition and properties of a unit.  A map unit delineation on a 
soil map represents an area dominated by one or more major kinds of soil or miscellaneous areas.  A 
map unit is identified and named according to the taxonomic classification of the dominant soils.  Within 
a taxonomic class there are precisely defined limits for the properties of the soils.  On the landscape, 
however, they have the characteristic variability of all natural phenomena.  Thus, the range of some 
observed properties may extend beyond the limits defined for a taxonomic class.  Areas of soils of a 
single taxonomic class rarely, if ever, can be mapped without including areas of other taxonomic classes.  
Consequently, every map unit is made up of the soils or miscellaneous areas for which it is named and 
some minor components that belong to taxonomic classes other than those of the major soils.  Most 
minor soils have properties similar to those of the dominant soil or soils in the map unit, and thus they 
do not affect use and management.  These are called non-contrasting, or similar, components.  They 
may or may not be mentioned in a particular map unit description.  Other minor components, however, 
have properties and behavioral characteristics divergent enough to affect use or to require different 
management. These are called contrasting, or dissimilar, components.  They generally are in small areas 
and could not be mapped separately because of the scale used.  Some small areas of strongly 
contrasting soil types or miscellaneous areas are identified by a special symbol on the maps.  If included 
in the database for a given area, the contrasting minor components are identified in the map unit 
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descriptions along with some characteristics of each.  A few areas of minor components may not have 
been observed, and consequently they are not mentioned in the descriptions, especially where the 
pattern was so complex that it was impractical to make enough observations to identify all the soils and 
miscellaneous areas on the landscape. The presence of minor components in a map unit in no way 
diminishes the usefulness or accuracy of the data. The objective of mapping is not to delineate pure 
taxonomic classes but rather to separate the landscape into landforms or landform segments that have 
similar use and management requirements. The delineation of such segments on the map provides 
sufficient information for the development of resource plans. If intensive use of small areas is planned, 
however, onsite investigation is needed to define and locate the soils and miscellaneous areas. An 
identifying symbol precedes the map unit name in the map unit descriptions. Each description includes 
general facts about the unit and gives important soil properties and qualities.  
 
Soils that have profiles that are almost alike make up a soil series.  All the soils of a series have major 
horizons that are similar in composition, thickness, and arrangement.  Soils of a given series can differ in 
texture of the surface layer, slope, stoniness, salinity, degree of erosion, and other characteristics that 
affect their use. On the basis of such differences, a soil series is divided into soil phases. Most of the 
areas shown on the detailed soil maps are phases of soil series.  The name of a soil phase commonly 
indicates a feature that affects use or management.  For example, Alpha silt loam, 0 to 2 percent slopes, 
is a phase of the Alpha series. Some map units are made up of two or more major soils or miscellaneous 
areas. These map units are complexes, associations, or undifferentiated groups.  A complex consists of 
two or more soils or miscellaneous areas in such an intricate pattern or in such small areas that they 
cannot be shown separately on the maps.  The pattern and proportion of the soils or miscellaneous 
areas are somewhat similar in all areas.  Alpha-Beta complex, 0 to 6 percent slopes, is an example.  An 
association is made up of two or more geographically associated soils or miscellaneous areas that are 
shown as one unit on the maps.  Because of present or anticipated uses of the map units in the survey 
area, it was not considered practical or necessary to map the soils or miscellaneous areas separately. 
The pattern and relative proportion of the soils or miscellaneous areas are somewhat similar.  Alpha-
Beta association, 0 to 2 percent slopes, is an example.  An undifferentiated group is made up of two or 
more soils or miscellaneous areas that could be mapped individually but are mapped as one unit 
because similar interpretations can be made for use and management.  The pattern and proportion of 
the soils or miscellaneous areas in a mapped area are not uniform.  An area can be made up of only one 
of the major soils or miscellaneous areas, or it can be made up of all of them.  Alpha and Beta soils, 0 to 
2 percent slopes, is an example.  Some surveys include miscellaneous areas.  Such areas have little or no 
soil material and support little or no vegetation.  Rock outcrop is an example.  Additional information 
about the map units described in this report is available in other soil reports, which give properties of 
the soils and the limitations, capabilities, and potentials for many uses.  Also, the narratives that 
accompany the soil reports define some of the properties included in the map unit descriptions.  
 
Table 3. Soil Series and percentage of soil series within 2.5 km2 centered on the tower.   
Area Object Interest (AOI) is the mapping unit from NRCS.  

 
Anderson County, Tennessee (TN001) 

Map Unit 
Symbol  

Soil types Acres in AOI  % AOI  

AmC  Armuchee silt loam, 5 to 12 percent slopes  19.4 3.50% 
AmD  Armuchee silt loam, 12 to 20 percent slopes  1 0.20% 
AmE  Armuchee silt loam, 20 to 45 percent slopes  2.1 0.40% 



 

Title: D07 FIU Site Characterization:  Supporting Data Author: Luo/Ayres/Loescher 
Date:  
09/23/2011 

NEON Doc. #: NEON.DOC.011037 Revision: D 

 

Page 16 of 119 
 

 
Anderson County, Tennessee (TN001) 

Map Unit 
Symbol  

Soil types Acres in AOI  % AOI  

AmC  Armuchee silt loam, 5 to 12 percent slopes  27.8 4.60% 
AmD  Armuchee silt loam, 12 to 20 percent slopes  12.3 2.00% 
AmE  Armuchee silt loam, 20 to 45 percent slopes  0.8 0.10% 
AuE  Armuchee-Muskingum complex, 25 to 60 percent slopes  0.1 0.00% 
BoC  Bodine cherty silt loam, 5 to 12 percent slopes  4.9 0.80% 
BoD  Bodine cherty silt loam, 12 to 25 percent slopes  15.5 2.50% 
BoE  Bodine cherty silt loam, 25 to 50 percent slopes  91.7 15.10% 
CnE  Claiborne silt loam, 25 to 45 percent slopes  6.7 1.10% 
CrE  Collegedale-Rock outcrop complex, 20 to 35 percent slopes 3.2 0.50% 
DuC  Dunmore silt loam, 5 to 12 percent slopes  4.9 0.80% 
DuD  Dunmore silt loam, 12 to 25 percent slopes  2.8 0.50% 
FuC  Fullerton cherty silt loam, 5 to 12 percent slopes  50.7 8.40% 
FuD  Fullerton cherty silt loam, 12 to 25 percent slopes  91.7 15.10% 
FuE  Fullerton cherty silt loam, 25 to 45 percent slopes  200 33.00% 
Ha  Hamblen silt loam  16.7 2.70% 
JgC  Jefferson gravelly loam, 5 to 12 percent slopes  2.9 0.50% 
LeB  Leadvale silt loam, 2 to 7 percent slopes  19.2 3.20% 
McC  Minvale cherty silt loam, 3 to 15 percent slopes  17.3 2.80% 
Ne  Newark silt loam  12.4 2.10% 
TaB  Tasso silt loam, 2 to 7 percent slopes  11.7 1.90% 
UDC  Udorthents, rolling  13 2.20% 

Totals for Area of Interest  606.3 100.00% 

Note, asterix indicates dominate soil type in airshed 
 
Anderson County, Tennessee: AmCτArmuchee silt loam, 5 to 12 percent slopes. Map Unit Setting 
Elevation: 710 to 1,400 feet Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 
47 to 69 degrees F Frost-free period: 195 to 209 days Map Unit Composition Armuchee and similar soils: 
100 percent Description of Armuchee Setting Landform: Ridges Landform position (two-dimensional): 
Summit Landform position (three-dimensional): Crest Parent material: Clayey residuum weathered from 
acid shale Properties and qualities Slope: 5 to 12 percent Depth to restrictive feature: 20 to 36 inches to 
bedrock (paralithic) Drainage class: Well drained Capacity of the most limiting layer to transmit water 
(Ksat): Very low to moderately high (0.00 to 0.20 in/hr) Depth to water table: More than 80 inches 
Frequency of flooding: None Frequency of ponding: None Available water capacity: Very low (about 3.0 
inches) Interpretive groups Land capability (nonirrigated): 4e Typical profile 0 to 6 inches: Silt loam 6 to 
18 inches: Channery silty clay 18 to 24 inches: Very channery silty clay 24 to 40 inches: Weathered 
bedrock  
 
Anderson County, Tennessee: AmDτArmuchee silt loam, 12 to 20 percent slopes. Map Unit Setting 
Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 degrees F Frost-free 
period: 195 to 209 days Map Unit Composition Armuchee and similar soils: 100 percent Description of 
Armuchee Setting Landform: Ridges Landform position (two-dimensional): Summit Landform position 
(three-dimensional): Side slope Parent material: Clayey residuum weathered from acid shale Properties 
and qualities Slope: 12 to 20 percent Depth to restrictive feature: 20 to 36 inches to bedrock (paralithic) 
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Drainage class: Well drained Capacity of the most limiting layer to transmit water (Ksat): Very low to 
moderately high (0.00 to 0.20 in/hr) Depth to water table: More than 80 inches Frequency of flooding: 
None Frequency of ponding: None Available water capacity: Very low (about 3.0 inches) Interpretive 
groups Land capability (nonirrigated): 6e Typical profile 0 to 6 inches: Silt loam 6 to 18 inches: Channery 
silty clay 18 to 24 inches: Very channery silty clay 24 to 40 inches: Weathered bedrock 
 
Anderson County, Tennessee: AmEτArmuchee silt loam, 20 to 45 percent slopes. Map Unit Setting 
Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 degrees F Frost-free 
period: 195 to 209 days Map Unit Composition Armuchee and similar soils: 100 percent Description of 
Armuchee Setting Landform: Ridges Landform position (two-dimensional): Summit Landform position 
(three-dimensional): Side slope Parent material: Clayey residuum weathered from acid shale Properties 
and qualities Slope: 20 to 45 percent Depth to restrictive feature: 20 to 36 inches to bedrock (paralithic) 
Drainage class: Well drained Capacity of the most limiting layer to transmit water (Ksat): Very low to 
moderately high (0.00 to 0.20 in/hr) Depth to water table: More than 80 inches Frequency of flooding: 
None Frequency of ponding: None Available water capacity: Very low (about 3.0 inches) Interpretive 
groups Land capability (nonirrigated): 7e Typical profile 0 to 6 inches: Silt loam 6 to 18 inches: Channery 
silty clay 18 to 24 inches: Very channery silty clay 24 to 40 inches: Weathered bedrock 
 
Anderson County, Tennessee: AuEτArmuchee-Muskingum complex, 25 to 60 percent slopes. Map 
Unit Setting Elevation: 1,200 to 2,500 feet Mean annual precipitation: 46 to 63 inches Mean annual air 
temperature: 47 to 69 degrees F Frost-free period: 195 to 209 days Map Unit Composition Armuchee 
and similar soils: 50 percent Muskingum and similar soils: 45 percent Minor components: 5 percent 
Description of Armuchee Setting Landform: Ridges Landform position (two-dimensional): Summit 
Landform position (three-dimensional): Side slope Parent material: Clayey residuum weathered from 
acid shale Properties and qualities Slope: 25 to 60 percent Depth to restrictive feature: 20 to 36 inches 
to bedrock (paralithic) Drainage class: Well drained Capacity of the most limiting layer to transmit water 
(Ksat): Very low to moderately high (0.00 to 0.20 in/hr) Depth to water table: More than 80 inches 
Frequency of flooding: None Frequency of ponding: None Available water capacity: Very low (about 3.0 
inches) Interpretive groups Land capability (nonirrigated): 7e Typical profile 0 to 6 inches: Silt loam 6 to 
18 inches: Channery silty clay 18 to 24 inches: Very channery silty clay 24 to 40 inches: Weathered 
bedrock Description of Muskingum Setting Landform: Ridges Landform position (two-dimensional): 
Summit Landform position (three-dimensional): Side slope Parent material: Loamy residuum weathered 
from sandstone and shale Properties and qualities Slope: 25 to 60 percent Depth to restrictive feature: 
20 to 40 inches to bedrock (paralithic) Drainage class: Well drained Capacity of the most limiting layer to 
transmit water (Ksat): Very low to moderately high (0.00 to 0.20 in/hr) Depth to water table: More than 
80 inches Frequency of flooding: None Frequency of ponding: None Available water capacity: Low 
(about 3.1 inches) Interpretive groups Land capability (nonirrigated): 7e Typical profile 0 to 5 inches: Silt 
loam 5 to 26 inches: Channery silt loam 26 to 36 inches: Weathered bedrock Minor Components 
Percent of map unit: 5 percent 
 
Anderson County, Tennessee: BoCτBodine cherty silt loam, 5 to 12 percent slopes. Map Unit Setting 
Elevation: 700 to 1,300 feet Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 
47 to 69 degrees F Frost-free period: 195 to 209 days Map Unit Composition Bodine and similar soils: 
100 percent Description of Bodine Setting Landform: Ridges Landform position (two-dimensional): 
Summit Landform position (three-dimensional): Crest Parent material: Gravelly residuum weathered 
from cherty limestone Properties and qualities Slope: 5 to 12 percent Depth to restrictive feature: More 
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than 80 inches Drainage class: Somewhat excessively drained Capacity of the most limiting layer to 
transmit water (Ksat): High (2.00 to 6.00 in/hr) Depth to water table: More than 80 inches Frequency of 
flooding: None Frequency of ponding: None Available water capacity: Low (about 5.0 inches) 
Interpretive groups Land capability (nonirrigated): 4s Typical profile 0 to 11 inches: Gravelly silt loam 11 
to 29 inches: Gravelly silt loam 29 to 63 inches: Very gravelly silt loam 
 
Anderson County, Tennessee: BoDτBodine cherty silt loam, 12 to 25 percent slopes. Map Unit Setting 
Elevation: 700 to 1,300 feet Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 
47 to 69 degrees F Frost-free period: 195 to 209 days Map Unit Composition Bodine and similar soils: 
100 percent Description of Bodine Setting Landform: Ridges Landform position (two-dimensional): 
Summit Landform position (three-dimensional): Side slope Parent material: Gravelly residuum 
weathered from cherty limestone Properties and qualities Slope: 12 to 25 percent Depth to restrictive 
feature: More than 80 inches Drainage class: Somewhat excessively drained Capacity of the most 
limiting layer to transmit water (Ksat): High (2.00 to 6.00 in/hr) Depth to water table: More than 80 
inches Frequency of flooding: None Frequency of ponding: None Available water capacity: Low (about 
5.0 inches) Interpretive groups Land capability (nonirrigated): 6s Typical profile 0 to 11 inches: Gravelly 
silt loam 11 to 29 inches: Gravelly silt loam 29 to 63 inches: Very gravelly silt loam  
 
Anderson County, Tennessee: BoEτBodine cherty silt loam, 25 to 50 percent slopes. Map Unit Setting 
Elevation: 700 to 1,300 feet Mean annual precipitation: 46 to 63  inches Mean annual air temperature: 
47 to 69 degrees F Frost-free period: 195 to 209 days Map Unit Composition Bodine and similar soils: 
100 percent Description of Bodine Setting Landform: Ridges Landform position (two-dimensional): 
Summit Landform position (three-dimensional): Side slope Parent material: Gravelly residuum 
weathered from cherty limestone Properties and qualities Slope: 25 to 50 percent Depth to restrictive 
feature: More than 80 inches Drainage class: Somewhat excessively drained Capacity of the most 
limiting layer to transmit water (Ksat): High (2.00 to 6.00 in/hr) Depth to water table: More than 80 
inches Frequency of flooding: None Frequency of ponding: None Available water capacity: Low (about 
5.0 inches) Interpretive groups Land capability (nonirrigated): 7s Typical profile 0 to 11 inches: Gravelly 
silt loam 11 to 29 inches: Gravelly silt loam 29 to 63 inches: Very gravelly silt loam 
 
Anderson County, Tennessee: CnEτClaiborne silt loam, 25 to 45 percent slopes: Map Unit Setting 
Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 degrees F Frost-free 
period: 195 to 209 days Map Unit Composition Claiborne and similar soils: 100 percent Description of 
Claiborne Setting Landform: Ridges Landform position (two-dimensional): Summit Landform position 
(three-dimensional): Side slope Parent material: Loamy colluvium over clayey residuum weathered from 
limestone Properties and qualities Slope: 25 to 45 percent Depth to restrictive feature: More than 80 
inches Drainage class: Well drained Capacity of the most limiting layer to transmit water (Ksat): 
Moderately high to high (0.60 to 2.00 in/hr) Depth to water table: More than 80 inches Frequency of 
flooding: None Frequency of ponding: None Available water capacity: High (about 10.3 inches) 
Interpretive groups Land capability (nonirrigated): 6e Typical profile 0 to 16 inches: Silt loam 16 to 42 
inches: Silty clay loam 42 to 62 inches: Clay 
 
Anderson County, Tennessee-CrEτCollegedale-Rock outcrop complex, 20 to 35 percent slopes: Map 
Unit Setting Elevation: 700 to 1,200 feet Mean annual precipitation: 46 to 63 inches Mean annual air 
temperature: 47 to 69 degrees F Frost-free period: 195 to 209 days Map Unit Composition Collegedale 
and similar soils: 70 percent Rock outcrop: 20 percent Minor components: 10 percent Description of 
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Collegedale Setting Landform: Ridges Landform position (two-dimensional): Summit Landform position 
(three-dimensional): Side slope Parent material: Clayey residuum weathered from limestone and shale 
Properties and qualities Slope: 20 to 35 percent Depth to restrictive feature: More than 80 inches 
Drainage class: Well drained Capacity of the most limiting layer to transmit water (Ksat): Moderately 
high (0.20 to 0.60 in/hr) Depth to water table: More than 80 inches Frequency of flooding: None 
Frequency of ponding: None Available water capacity: Moderate (about 8.7 inches) Interpretive groups 
Land capability (nonirrigated): 7e Typical profile 0 to 5 inches: Silt loam 5 to 64 inches: Silty clay 
Description of Rock Outcrop Properties and qualities Slope: 20 to 35 percent Depth to restrictive 
feature: 0 inches to bedrock (lithic) Minor components Percent of map unit: 10 percent 
 
Anderson County, Tennessee: DuCτDunmore silt loam, 5 to 12 percent slopes: Map Unit Setting 
Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 degrees F Frost-free 
period: 195 to 209 days Map Unit Composition Dunmore and similar soils: 100 percent Description of 
Dunmore Setting Landform: Ridges Landform position (two-dimensional): Summit Landform position 
(three-dimensional): Crest Parent material: Clayey residuum weathered from limestone Properties and 
qualities Slope: 5 to 12 percent Depth to restrictive feature: More than 80 inches Drainage class: Well 
drained Capacity of the most limiting layer to transmit water (Ksat): Moderately high to high (0.60 to 
2.00 in/hr) Depth to water table: More than 80 inches Frequency of flooding: None Frequency of 
ponding: None Available water capacity: High (about 9.5 inches) Interpretive groups Land capability 
(nonirrigated): 3e Typical profile 0 to 14 inches: Silt loam 14 to 62 inches: Clay 
 
Anderson County, Tennessee: DuDτDunmore silt loam, 12 to 25 percent slopes: Map Unit Setting 
Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 degrees F Frost-free 
period: 195 to 209 days Map Unit Composition Dunmore and similar soils: 100 percent Description of 
Dunmore Setting Landform: Ridges Landform position (two-dimensional): Summit Landform position 
(three-dimensional): Side slope Parent material: Clayey residuum weathered from limestone Properties 
and qualities Slope: 12 to 25 percent Depth to restrictive feature: More than 80 inches Drainage class: 
Well drained Capacity of the most limiting layer to transmit water (Ksat): Moderately high to high (0.60 
to 2.00 in/hr) Depth to water table: More than 80 inches Frequency of flooding: None Frequency of 
ponding: None Available water capacity: High (about 9.5 inches) Interpretive groups Land capability 
(nonirrigated): 4e Typical profile 0 to 14 inches: Silt loam 14 to 62 inches: Clay 
 
Anderson County, Tennessee: FuCτFullerton cherty silt loam, 5 to 12 percent slopes. Map Unit 
Setting Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 degrees F 
Frost-free period: 195 to 209 days Map Unit Composition Fullerton and similar soils: 100 percent 
Description of Fullerton Setting Landform: Ridges Landform position (two-dimensional): Summit 
Landform position (three-dimensional): Crest Parent material: Clayey residuum or creep deposits over 
clayey residuum weathered from cherty limestone Properties and qualities Slope: 5 to 12 percent Depth 
to restrictive feature: More than 80 inches Drainage class: Well drained Capacity of the most limiting 
layer to transmit water (Ksat): Moderately high to high (0.60 to 2.00 in/hr) Depth to water table: More 
than 80 inches Frequency of flooding: None Frequency of ponding: None Available water capacity: 
Moderate (about 7.5 inches) Interpretive groups Land capability (nonirrigated): 3e Typical profile 0 to 
12 inches: Gravelly silt loam 12 to 27 inches: Gravelly silty clay loam 27 to 64 inches: Gravelly clay  
 
Anderson County, Tennessee: FuDτFullerton cherty silt loam, 12 to 25 percent slopes. Map Unit 
Setting Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 degrees F 
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Frost-free period: 195 to 209 days Map Unit Composition Fullerton and similar soils: 100 percent 
Description of Fullerton  Setting Landform: Ridges Landform position (two-dimensional): Summit 
Landform position (three-dimensional): Side slope Parent material: Clayey residuum or creep deposits 
over clayey residuum weathered from cherty limestone Properties and qualities Slope: 12 to 25 percent 
Depth to restrictive feature: More than 80 inches Drainage class: Well drained Capacity of the most 
limiting layer to transmit water (Ksat): Moderately high to high (0.60 to 2.00 in/hr) Depth to water table: 
More than 80 inches Frequency of flooding: None Frequency of ponding: None Available water capacity: 
Moderate (about 7.5 inches) Interpretive groups Land capability (nonirrigated): 4e Typical profile 0 to 
12 inches: Gravelly silt loam 12 to 27 inches: Gravelly silty clay loam 27 to 64 inches: Gravelly clay  
 
Anderson County, Tennessee: FuEτFullerton cherty silt loam, 25 to 45 percent slopes. Map Unit 
Setting Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 degrees F 
Frost-free period: 195 to 209 days Map Unit Composition Fullerton and similar soils: 100 percent 
Description of Fullerton Setting Landform: Ridges Landform position (two-dimensional): Summit 
Landform position (three-dimensional): Side slope Parent material: Clayey residuum or creep deposits 
over clayey residuum weathered from cherty limestone Properties and qualities Slope: 25 to 45 percent 
Depth to restrictive feature: More than 80 inches Drainage class: Well drained Capacity of the most 
limiting layer to transmit water (Ksat): Moderately high to high (0.60 to 2.00 in/hr) Depth to water table: 
More than 80 inches Frequency of flooding: None Frequency of ponding: None Available water capacity: 
Moderate (about 7.5 inches) Interpretive groups Land capability (nonirrigated): 7e Typical profile 0 to 
12 inches: Gravelly silt loam 12 to 27 inches: Gravelly silty clay loam 27 to 64 inches: Gravelly clay 
 
Anderson County, Tennessee: HaτHamblen silt loam. Map Unit Setting Mean annual precipitation: 46 
to 63 inches Mean annual air temperature: 47 to 69 degrees F Frost-free period: 195 to 209 days Map 
Unit Composition Hamblen and similar soils: 92 percent Minor components: 8 percent Description of 
Hamblen Setting Landform: Flood plains Landform position (two-dimensional): Summit Landform 
position (three-dimensional): Talf Parent material: Loamy alluvium derived from limestone, sandstone, 
and shale Properties and qualities Slope: 0 to 2 percent Depth to restrictive feature: More than 80 
inches Drainage class: Moderately well drained Capacity of the most limiting layer to transmit water 
(Ksat): Moderately high to high (0.60 to 2.00 in/hr) Depth to water table: About 24 to 36 inches 
Frequency of flooding: Occasional Frequency of ponding: None Available water capacity: High (about 
11.4 inches) Interpretive groups Land capability (nonirrigated): 2w Typical profile 0 to 8 inches: Silt loam 
8 to 34 inches: Silt loam 34 to 60 inches: Gravelly silt loam  
 
Anderson County, Tennessee: JgCτJefferson gravelly loam, 5 to 12 percent slopes: Map Unit Setting 
Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 degrees F Frost-free 
period: 195 to 209 days Map Unit Composition Jefferson and similar soils: 100 percent Description of 
Jefferson Setting Landform: Hillslopes Landform position (two-dimensional): Summit Landform position 
(three-dimensional): Base slope Parent material: Loamy colluvium derived from interbedded 
sedimentary rock Properties and qualities Slope: 5 to 12 percent Depth to restrictive feature: More than 
80 inches Drainage class: Well drained Capacity of the most limiting layer to transmit water (Ksat): High 
(2.00 to 6.00 in/hr) Depth to water table: More than 80 inches Frequency of flooding: None Frequency 
of ponding: None Available water capacity: Moderate (about 7.5 inches) Interpretive groups Land 
capability (nonirrigated): 3e Typical profile 0 to 10 inches: Gravelly loam 10 to 58 inches: Gravelly clay 
loam 58 to 66 inches: Very gravelly loam 
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Anderson County, Tennessee: LeBτLeadvale silt loam, 2 to 7 percent slopes. Map Unit Setting 
Elevation: 1,700 to 2,300 feet Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 
47 to 69 degrees F Frost-free period: 195 to 209 days Map Unit Composition Leadvale and similar soils: 
100 percent Description of Leadvale Setting Landform: Stream terraces Landform position (two-
dimensional): Summit Landform position (three-dimensional): Tread Parent material: Loamy alluvium 
over residuum weathered from shale Properties and qualities Slope: 2 to 7 percent Depth to restrictive 
feature: 16 to 38 inches to fragipan; 40 to 96 inches to bedrock (paralithic) Drainage class: Moderately 
well drained Capacity of the most limiting layer to transmit water (Ksat): Moderately low to moderately 
high (0.06 to 0.60 in/hr) Depth to water table: About 16 to 27 inches Frequency of flooding: None 
Frequency of ponding: None Available water capacity: Low (about 5.2 inches) Interpretive groups Land 
capability (nonirrigated): 2e Typical profile 0 to 6 inches: Silt loam 6 to 27 inches: Silt loam 27 to 42 
inches: Silty clay loam 42 to 50 inches: Silty clay 50 to 54 inches: Unweathered bedrock 
 
Anderson County, Tennessee: McCτMinvale cherty silt loam, 3 to 15 percent slopes. Map Unit Setting 
Elevation: 500 to 1,200 feet Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 
47 to 69 degrees F Frost-free period: 195 to 209 days Map Unit Composition Minvale and similar soils: 
100 percent Description of Minvale Setting Landform: Ridges Landform position (two-dimensional): 
Summit Landform position (three-dimensional): Base slope Parent material: Loamy colluvium derived 
from cherty limestone Properties and qualities Slope: 3 to 15 percent Depth to restrictive feature: More 
than 80 inches Drainage class: Well drained Capacity of the most limiting layer to transmit water (Ksat): 
Moderately high to high (0.60 to 2.00 in/hr) Depth to water table: More than 80 inches Frequency of 
flooding: None Frequency of ponding: None Available water capacity: Moderate (about 8.8 inches) 
Interpretive groups Land capability (nonirrigated): 3e Typical profile 0 to 13 inches: Gravelly silt loam 13 
to 32 inches: Gravelly silty clay loam 32 to 62 inches: Gravelly silty clay 
 
Anderson County, Tennessee: NeτNewark silt loam. Map Unit Setting Mean annual precipitation: 46 
to 63 inches Mean annual air temperature: 47 to 69 degrees F Frost-free period: 195 to 209 days Map 
Unit Composition Newark and similar soils: 100 percent Description of Newark Setting Landform: Flood 
plains Landform position (three-dimensional): Talf Parent material: Loamy alluvium derived from 
interbedded sedimentary rock Properties and qualities Slope: 0 to 2 percent Depth to restrictive feature: 
More than 80 inches Drainage class: Somewhat poorly drained Capacity of the most limiting layer to 
transmit water (Ksat): Moderately high to high (0.60 to 2.00 in/hr) Depth to water table: About 6 to 18 
inches Frequency of flooding: Frequent Frequency of ponding: None Available water capacity: High 
(about 11.8 inches) Interpretive groups Land capability (nonirrigated): 2w Typical profile 0 to 8 inches: 
Silt loam 8 to 30 inches: Silt loam 30 to 61 inches: Silt loam  
 
Anderson County, Tennessee: TaBτTasso silt loam, 2 to 7 percent slopes. Map Unit Setting Elevation: 
100 to 600 feet Mean annual precipitation: 46 to 63 inches Mean annual air temperature: 47 to 69 
degrees F Frost-free period: 195 to 209 days Map Unit Composition Tasso and similar soils: 100 percent 
Description of Tasso Setting Landform: Hillslopes Landform position (two-dimensional): Summit 
Landform position (three-dimensional): Base slope Parent material: Loamy colluvium and/or alluvium 
over residuum weathered from limestone Properties and qualities Slope: 2 to 7 percent Depth to 
restrictive feature: More than 80 inches Drainage class: Well drained Capacity of the most limiting layer 
to transmit water (Ksat): Moderately high (0.20 to 0.60 in/hr) Depth to water table: More than 80 inches 
Frequency of flooding: None Frequency of ponding: None Available water capacity: Moderate (about 9.0 
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inches) Interpretive groups Land capability (nonirrigated): 2e Typical profile 0 to 7 inches: Silt loam 7 to 
22 inches: Silt loam 22 to 36 inches: Gravelly silty clay loam 36 to 72 inches: ravelly clay 
 
Anderson County, Tennessee: UDCτUdorthents, rolling. Map Unit Setting Mean annual precipitation: 
46 to 63 inches Mean annual air temperature: 47 to 69 degrees F Frost-free period: 195 to 209 days Map 
Unit Composition Udorthents and similar soils: 100 percent Description of Udorthents Properties and 
qualities Slope: 2 to 12 percent Depth to restrictive feature: More than 80 inches Depth to water table: 
More than 80 inches Frequency of flooding: None Frequency of ponding: None 
 

3.2.2 Soil semi-variogram description 

The goal of this aspect of the site characterization is to determine the minimum distance between the 
soil plots in the soil array such that data farther apart can be considered spatially independent.  The 
collected field data will be used to produce semivariograms, which is a geostatistical technique to 
characterize spatial autocorrelation between mapped samples of a quantitative variable (e.g., soil 
property data in our case).  In an empirical semivariogram, the average of the squared differences of a 
response variable is computed for all pairs of points within specified distance intervals (lag classes).  The 
output is presented graphically as a plot of the average semi-variance versus distance class (Figure 6).  
For the theoretical variogram models considered here, the semivariance will converge on the total 
variance at distances for which values are no longer spatially auto-correlated (this is referred to as the 
range, Figure 6). 
 
For the theoretical variograms considered here, three parameters estimated from the data are used to 
fit a semivariogram model to the empirical semivariogram. This model is then assumed to quantitatively 
represent the correlation as a function of distance (Figure 6), the range, the sill (the sill is the asymptotic 
value of semi-variance at the range), and the nugget (which describes sampling error or variation at 
distances below those separating the closest pairs of samples).  The range, sill and nugget are estimated 
from theoretical models that are fitted to the empirical variograms using non-linear least squares 
methods. 
 
The variogram analysis will be used, to determine the spatial scales at which we can consider soil 
measurements spatially independent.  This characterization will directly inform the minimum distance 
between i) soil plots within each soil array, ii) the soil profile measurements, iii) EP plots, and iv) the 
microbial sampling locations.  These data will directly inform NEON construction and site design 
activities. 
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Figure 6. Example semivariogram, depicting range, sill, and nugget. 
 

 
Figure 7. Spatially cyclic sampling design for the measurements of soil temperature and soil water 
content.  
 
Field measurements of soil temperature (0-12 cm) and moisture (0-15 cm) were taken on 19 April 2010 
at the Oak Ridge site. The sampling points followed the spatially cyclic sampling design by Bond-
Lamberty et al. (2006) (Figure 7). Soil temperature and moisture measurements were collected along 
four transects (all  84 m) located in the expected airshed at Oak Ridge. Details of how the airshed was 
determined are provided below. Soil temperature was measured with platinum resistance temperature 
sensors (RTD 810, Omega Engineering Inc., Stamford CT) and soil moisture was measured with time 
domain diaelectric sensors (CS616, Campbell Scientific Inc., Logan UT). 
 
As well as measuring soil temperature and moisture at each sample point in Figure 7, measurements 
were also taken 30 cm in front and behind the sampling point along the axis of the transect. For 
example, at the 2 m sampling point, soil temperature and moisture was measured at 1.7 m, 2 m, and 2.3 
m; this data is referred to as mobile data, since the measurements were taken at many different 
locations. In addition, soil temperature and moisture were continuously recorded at a single fixed 
location (stationary data) throughout the sampling time to correct for changes in temperature and 
moisture throughout the day. 
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Data collected were used for geospatial analyses of variograms in the R statistical computing language 
with the geoR package to test for spatial autocorrelation (Trangmar et al. 1986; Webster & Oliver 1989; 
Goovaerts 1997; Riberiro & Diggle 2001) and estimate the distance necessary for independence among 
soil plots in the soil array. To correct for changes in temperature and moisture over the sampling period, 
the stationary data was subtracted from the mobile data. In many instances a time of day trend was still 
apparent in the data even after subtracting the stationary data from the mobile data. This time of day 
trend was corrected for by fitting a linear regression and using the residuals for the semivariogram 
analysis. Soil temperature and moisture data, R code, graphs, and R output can be found at: 
P:\FIU\FIU_Site_Characterization\DXX\YYYYYYY_Characterization\Soil Measurements\Soil Data Analysis 
(where XX = domain number and YYYYYYY = site name). 
 

3.2.3 Results and interpretation 

3.2.3.1 Soil Temperature 

Soil temperature data residuals, after accounting for changes in temperature in the stationary data and 
any remaining time of day trend, were used for the semivariogram analysis (Figure 8). Exploratory data 
analysis plots show that there was no distinct patterning of the residuals (Figure 9, left graphs) and 
directional semivariograms do not show any indication of anisotropy (Figure 9, center graph). An 
isotropic empirical semivariogram was produced and a spherical model was fitted using Cressie weights 
(Figure 9, right graph). The model indicates a distance of effective independence of 30 m for soil 
temperature. 
 

 
Figure 8. Left graph: mobile (circles) and stationary (line) soil temperature data. Center graph: 
temperature data after correcting for changes in temperature in the stationary data (circles) and a linear 
regression based on time of day (line). Right graph: residual temperature data after correcting for 
changes temperature in the stationary data and the time of day regression. Data in the right graph were 
used for the semivariogram analysis. 
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Figure 9. Left graphs: exploratory data analysis plots for residuals of temperature. Center graph: 
directional semivariograms for residuals of temperature. Right graph: empirical semivariogram (circles) 
and model (line) fit to residuals of temperature. 
 

3.2.3.2 Soil water content 

Soil water content data residuals, after accounting for changes in water content in the stationary data 
and any remaining time of day trend, were used for the semivariogram analysis (Figure 10). Exploratory 
data analysis plots show that there was no distinct patterning of the residuals (Figure 11, left graph) and 
directional semivariograms do not show anisotropy (Figure 11, center graph). An isotropic empirical 
semivariogram was produced and a spherical model was fitted using Cressie weights (Figure 11, right 
graph). The model indicates a distance of effective independence of 122 m for soil water content. 
 

 
Figure 10. Left graph: mobile (circles) and stationary (line) soil water content data. Center graph: water 
content data after correcting for changes in water content in the stationary data (circles) and a linear 
regression based on time of day (line). Right graph: residual water content data after correcting for 
changes water content in the stationary data and the time of day regression. Data in the right graph 
were used for the semivariogram analysis. 
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Figure 11. Left graphs: exploratory data analysis plots for residuals of soil water content. Center graph: 
directional semivariograms for residuals of water content. Right graph: empirical semivariogram (circles) 
and model (line) fit to residuals of water content. 
 

3.2.3.3 Soil array layout and soil pit location 

The minimum distance allowable between soil plots is 25 m to ensure a degree of spatial independence 
in non-measured soil parameters (i.e., other than temperature and water content) and the maximum 
distance allowable between soil plots is 40 m due to costs. The estimated distance of effective 
independence was 30 m for soil temperature and 122 m for soil moisture. Based on these results and 
the site design guidelines the soil plots at Oak Ridge shall be placed 40 m apart. The soil array shall 
follow the linear soil array design (Soil Array Pattern B) with the soil plots being 5 m x 5 m. The direction 
of the soil array shall be 253° from the soil plot nearest the tower (i.e., first soil plot). The location of the 
first soil plot will be approximately 35.96424°, -84.28266°. The exact location of each soil plot will be 
chosen by an FIU team member during site construction to avoid placing a soil plot at an 
unrepresentative location (e.g., rock outcrop, drainage channel, large tree, etc). The FIU soil pit for 
characterizing soil horizon depths, collecting soil for site-specific sensor calibration, and collecting soil 
for the FIU soil archive will be located at 35.96414°, -84.28261°. A summary of the soil information is 
shown in Table 4 and site layout can be seen in Figure 12. 
 
Dominant soil series at the site: Fullerton cherty silt loam, 5 to 12 percent slopes. The taxonomy of this 
soil is shown below: 
Order: Ultisols 
Suborder: Udults 
Great group: Paleudults 
Subgroup: Typic Paleudults 
Family: Fine, kaolinitic, thermic Typic Paleudults 
Series: Fullerton cherty silt loam, 5 to 12 percent slopes 
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Table 4. Summary of soil array and soil pit information at Oak Ridge. 0° represents true north and 
accounts for declination. 

Soil plot dimensions 5 m x 5 m 

Soil array pattern B 

Distance between soil plots: x 40 m 

Distance from tower to closest soil plot: y 14 m 

Latitude and longitude of 1st soil plot OR 
direction from tower 

35.96424°, -84.28266° 

Direction of soil array 253° 

Latitude and longitude of FIU soil pit 35.96453°, -84.28276° 

Dominant soil type Fullerton cherty silt loam, 5 to 12 percent slopes 

Expected soil depth >2 m 

Depth to water table >2 m 

  

Expected depth of soil horizons Expected measurement depths* 

0-0.30 m (gravelly silt loam) 0.15 mϞ 

0.30-0.69 m (gravelly silt clay loam) 0.50 mϞ 

0.69-1.63 m (gravelly clay) 1.16 mϞ 

1.63-2.00 m§ 1.82 m 

2.00 m 2.00 m 
*Actual soil measurement depths will be determined based on measured soil horizon depths at the 
NEON FIU soil pit and may differ substantially from those shown here. 
ϞExpected depths for CO2 sensors (actual depths will be determined based on horizons in the FIU soil pit) 
§Soil description not available at this depth 
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Figure 12.  Site layout at ORNL Walker Branch Advanced tower site showing soil array and location of 
the FIU soil pit.   

3.3 Airshed 

3.3.1 Seasonal windroses 

Wind roses analytically determine and graphically represent the frequencies of wind direction and wind 
speed over a given timeseries, Figures 13-14.  The weather data used to generate the following wind 
roses are from AmeriFlux tower site of Walker Branch at Oak Ridge, TN, which is <400 m Northwest of 
NEON Advanced site at ORNL Walker Branch. The orientation of the wind rose follows that of a compass 
(assume declination applied).  When we describe the wind directions it should be noted that they are 
the cardinal direction that wind blows from.  The directions of the rose with the longest spoke show 
wind directions with the largest frequency.  These wind roses are subdivided into as 16 cardinal 
directions. Wind roses and wind roses description below were provided by Dr. T. Meyers. 
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3.3.2 Results (graphs for wind roses)   

 
Figure 13.  Wind roses for D07 ORNL Walker Branch Advanced Site.   
(Provided by Dr T. Meyers) 
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Figure 14.  Description of wind roses for D07 ORNL Walker Branch Advanced Site.   
(Provided by Dr T. Meyers) 

3.3.3 Resultant vectors 

Table 5. The resultant wind vectors for D07 ORNL Walker Branch Advanced site.  

Quarterly (seasonal) timeperiod Resultant vector % duration 

January to March N/A N/A 
April to June N/A N/A 
July to September N/A N/A 
October to December N/A N/A 
Annual mean N/A N/A 

 

3.3.4 Expected environmental controls on source area 

Two types of models were commonly used to determine the shape and extent of the source area under 
different and contrasting atmospheric stability classes.  An inverted plume dispersion model with 
modeled cross wind solutions were used for convective conditions (Horst and Weil 1994).  For strongly 
stable conditions, and Lagrangian solution was used (Kormann and Meixner 2001).  The source area 
models where bounded by the expected conditions depict the extreme conditions.  Convective 
conditions typically have strong vertical mixing between the ecosystem and atmosphere (surface layer).  
Stable conditions typically have long source area and associated waveforms.  Convective turbulence is 
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often characterized by short mixing scales (scalar) and moderate daytime wind speeds, e.g., 1-4 m s-2.  
Higher wind speeds, like those experienced over the Rockies, are often the product of mechanical 
turbulence with long waveforms.  Because thermal stratification is very efficient in suppressing vertical 
mixing, stable conditions also have typically very long waveforms. 
 
As a general rule, shorter and less structurally complex ecosystems have good vertical mixing during all 
atmospheric stabilities.  Taller and more structurally complex ecosystems have well mixed upper 
canopies during the daytime, and can be decoupled below the canopy under neutral and stable 
conditions (e.g., Harvard Forest, Bartlett Experimental Forest, and Burlington Conservation Area).  The 
type of turbulence (mechanical verse convective) and the physical attributes of the ecosystem control 
the degree of mixing, and the length and size of the source area. 
 
Here, with support from Dr R. Clement, we use a web-based footprint model that made by 
Micrometeorology Group at University of Edinburgh, UK to determine the footprint area under various 
conditions (model info: http://www.geos.ed.ac.uk/abs/research/micromet/EdiTools/). Winds used to 
run the model and generate following model results are extracted from the wind roses. Vegetation 
information, temperature and energy information were either from the RFI document, previous site visit 
report, available data files or best estimated from experienced expert.  Measurement height was 
determined from the Tower Height Info document provided by ENG group, then varify according to the 
real ecosystem structure after FIU site characterization at site. Runs 1-3 and 4-6 represents the expected 
conditions for summer and winter conditions, respectively, with maximum and mean windspeeds 
(daytime convective) and nighttime (stable atmospheres) conditions.  The wind vector for each run was 
estimated from wind roses and is placed as a centerline in the site map included in the graphics.  The 
width of the footprint was also estimated using the length between the isopleth of 80% cumulative flux 
and center line to calculate the angle from centerline. This information, along with distance of the 
cumulative flux isopleths and wind direction, will define the source area for the flux measurements on 
the top of the tower.  
 

Table 6. Expected environmental controls to parameterize the source area model, and associated results 
from ORNL Walker Branch Advanced tower site.  

Parameters Run 1 Run 2 Run 3 Run 4 Run 5 Run 6  

Approximate season summer   winter   Units 

 Day  
(max WS) 

Day  
(mean WS) 

Night 
 

Day  
(max WS) 

Day  
(mean WS) 

night qualitative 

Atmospheric stability Convective convective Stable Convective convective Stable qualitative 

Measurement height 38 38 38 38 38 38 m 

Canopy Height 28 28 28 28 28 28 m 

Canopy area density 5 5 5 2.5 2.5 2.5 m 

Boundary layer depth 2500 2500 701 1201 1201 501 m 

Expected sensible 
heat flux 

500 500 90 151 151 31 W m-2 

Air Temperature 30 30 22 15 15 10 C 

Max. windspeed 9.6 2.8 2.6 9.0 2.6 2.6 m s-1 

Resultant wind vector 248 248 78 271 271 57 degrees 

Results 

http://www.geos.ed.ac.uk/abs/research/micromet/EdiTools/
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(z-d)/L -0.02 -0.32 -0.15 -0.01 -0.19 -0.06 m 

d 24 24 24 22 22 22 m 

Sigma v 3.50 2.30 1.10 3.10 1.50 1 m2 s-2 

Z0 0.99 0.99 0.99 1.40 1.40 1.40 m 

u* 1.50 0.62 0.46 1.50 0.53 0.46 m s-1 

Distance source area 
begins 

0 0 0 0 0 0 m 

Distance of 90% 
cumulative flux 

750 280 450 800 400 700 m 

Distance of 80% 
cumulative flux 

450 220 280 480 300 400 m 

Distance of 70% 
cumulative flux 

300 180 200 300 200 280 m 

Peak contribution 65 35 45 65 45 55 m 

 

3.3.5 Footprint model results (source area graphs)  
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Figure 15. D07 ORNL Walker Branch summer daytime (convective) footprint output with max wind 
speed. 
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Figure 16. D07 ORNL Walker Branch summer daytime (convective) footprint output with mean wind 
speed. 
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Figure 17. D07 ORNL Walker Branch summer nighttime (stable) footprint output with mean wind speed. 
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Figure 18. D07 ORNL Walker Branch winter daytime (convective) footprint output with max wind speed. 
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Figure 19. D07 ORNL Walker Branch winter daytime (convective) footprint output with mean wind 
speed. 
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Figure 20. D07 ORNL Walker Branch winter nighttime (stable) footprint output with mean wind speed. 
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3.4 Site design and tower attributes 

According to wind roses, the prevailing wind direction blows from ǿŜǎǘ όнптх ǘƻ нфохΣ ŎƭƻŎƪǿƛǎŜ ŦǊƻƳ 
нптхύ and ƴƻǊǘƘŜŀǎǘ όсух ǘƻ флхΣ ŎƭƻŎƪǿƛǎŜ ŦǊƻƳ сухύ throughout the year. Tower should be   placed to a 
location to best catch the signals from the airshed of the ecosystem in interest, which is oak and maple 
dominant deciduous forest at this site.  The original tower site was 35.964618, -84.280557. After FIU site 
characterization, we determine the tower location to be at 35.96412, -84.28260 to avoid measuring the 
air that is channeled by the valley on the south direction.  New location is southwest of original tower 
for ~190 m and closer to the available AC power.   
 
Eddy covariance, sonic wind and air temperature boom arms orientation toward the south will be best 
to capture signals from all major wind directions. Radiation boom arms should always be facing south to 
avoid any shadowing effects from the tower structure.  An instrument hut should be outside the 
prevailing wind airshed to avoid disturbance in the measurements of wind and should be positioned to 
have the longer side parallel to frequent wind direction to minimize the wind effects on instrument huts 
and to minimize the disturbances of wind regime by instrument hut, and in this case, instrument hut 
should be positioned on the north side of tower and have the longer side parallel to E-W direction.  
Therefore, we require the placement of instrument hut at 35.96423, -84.28256. 
 
Canopy height is ~28 m around tower site with lowest branches at ~10 m above ground level. Seedlings 
and sapling form understory. Height varies between 5 to 10 meters. Ferns and new seedling form the 
understory at ground level with height < 1m. We require 6 measurement layers on the tower with top 
measurement height at 38 m, and rest layers are 30 m, 22 m, 16m, 7m and 0.3 m, respectively, to best 
characterize the fluxes on the tower top and environmental conditions in profile. 
 
DFIR (Double Fenced International Reference) for bulk precipitation collection will be located at an 
existing open clearing, which is used by ORNL as NADP wet/dry deposition collection site and used by 
ATDD as a test bed for meteorological sensors. DFIR is on the south west side of tower and ~430 m away 
from tower. Power is available at site. Wet deposition collector will collocate at the top of the tower. 
See AD 04 for further information and requirements for bulk precipitation collection and wet deposition 
collection. 
 
The site layout is summarized in the table below. Assume the projected area of the tower is square.  
Anemometer/temperature boom arm direction is from the tower toward the prevailing wind direction 
or designated orientation. Instrument hut orientation vector is parallel to the long side of the 
instrument hut (short-side of instrument hut is perpendicular to the Instrument hut orientation vector). 
Instrument hut distance z is the distance from the center of tower projection to the center of the 
instrument hut projection on the ground. The numbering of the measurement levels is that the lowest 
is level one, and each subsequent increase in height is numbered sequentially, in this case, level 6 being 
the upper most level at this tower site.   
 

Table 7. Site design and tower attributes for the ORNL Walker Branch Advanced site.   

0  is true north with declination accounted for.  Color of Instrument hut exterior shall be tan to best 
match the surrounding environment. 
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Attribute lat long degree meters notes 

Airshed area   247  to 

293  and 
сух ǘƻ флх 

 Clockwise from first 
angle 

Tower location 35.96412, -84.28260 -- -- new site 

Instrument hut 35.96423,  -84.28256    

Instrument hut orientation 
vector 

-- -- 90  - 270   Short face parallel to 

0  - 180  

Instrument hut distance z -- -- -- 13  

Anemometer/Temperature 
boom orientation 

-- -- 180  --  

DFIR 35.96180  -84.28646    

Height of the measurement 
levels 

     

Level 1    0.3  m.a.g.l. 
Level 2    7.0 m.a.g.l. 
Level 3    16.0 m.a.g.l. 
Level 4    22.0 m.a.g.l. 
Level 5    30.0 m.a.g.l. 
Level 6    38.0 m.a.g.l. 
Tower Height    38.0 m.a.g.l. 

See  AD 03 for technical requirement to determine the boom height for the bottom most measurement 
level. 
 
Figure 21 below shows the proposed tower location, instrument hut location, airshed area and access 
road.  
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Figure 21. Site layout for ORNL Walker Branch Advanced tower site. 

 

i) New tower location is presented (red pin), ii) red lines indicate the airshed boundaries.  Vectors 247  

to 293  όŎƭƻŎƪǿƛǎŜ ŦǊƻƳ нптхύ ŀƴŘ сух ǘƻ флх όŎƭƻŎƪǿƛǎŜ ŦǊƻƳ сухύ are the airshed areas that would have 
quality wind data without causing flow distortions, respectively. iii) Yellow line is the suggested access 
road to instrument hut. iv) Purple pin indicates the DFIR location 
 
BoardwalksΦ  ¦ƭǘƛƳŀǘŜƭȅΣ ǘƘŜ ŘŜŎƛǎƛƻƴ ǘƻ ǳǎŜ ŀ ōƻŀǊŘǿŀƭƪ ǿƛƭƭ ōŜΣ ƛƴ ǇŀǊǘΣ ōŀǎŜŘ ƻƴ ƻǿƴŜǊΩǎ ǇǊŜŦŜǊŜƴŎŜǎΦ  
There are strong science requirements that minimize site disturbance to the surrounding area, which 
will be difficult to manage over a 30-y period.  Traffic control is key to minimizing the site disturbance.  
Confining foot traffic to boardwalks minimizes site impact; this is particularly true in places where wear 
caused by foot traffic becomes noticeable and grows.  For example, in places with snow part of the year, 
worn footpaths tend to have low places that collect water, or places where the snow pack becomes 
uneven causing personnel to walk farther and farther around the sides of the original path, causing the 
path to grow in width.  This is a very common phenomenon.  Here FIU assumes that all conduits will be 
ŜƛǘƘŜǊ ōǳǊƛŜŘΣ ƻǊ ǇƭŀŎŜŘ ƛƴǎƛŘŜ ǘƘŜ ōƻŀǊŘǿŀƭƪ ǎǳŎƘ ǘƘŀǘ ƛǘ ŘƻŜǎ ƴƻǘ ŜȄǘŜƴŘ ōŜȅƻƴŘ ǘƘŜ осΩ ǿƛŘŜ 
footprint.  While the final design is not yet known, there are some general criteria that can be outlined.  
WŜ ŀǎǎǳƳŜ ǘƘŀǘ ǘƘŜ ōƻŀǊŘǿŀƭƪ ǿƛŘǘƘ ƛǎ осέ όлΦфмп ƳύΦ  aŀǘŜǊƛŀƭ ƛǎ ƴƻǘ ƪƴƻǿƴΣ ōǳǘ Ƴǳǎǘ ōŜ ŦƛǊŜ ǇǊƻƻŦΣ 
and in some locations the site is seasonally flooded and inundated with water.  Boardwalks may also 
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provide a scratching structure for grazing animals that in turn, would wear and unduly impact the site.  
Site by site evaluations must be done. 

 There is always a boardwalk from the instrument hut to the tower 

 If there is a boardwalk on the south side of the tower, it is never underneath the radiation 
booms, and it is more than 4 m from the side of the tower 

 There is never a boardwalk within 4 m of the tower, except where it perpendicularly intersects 
the tower for access 

 The boardwalk to access the tower is not on any side that has a boom. 

 There is never boardwalk within 10 m of a soil plot, except where it perpendicularly intersects a 
soil plot for access.  

Specific Boardwalks at ORNL Walker Branch Advanced site 

 Boardwalk is from the access dirt road to instrument hut, pending landowner decision 

 Boardwalk from the instrument hut to the tower to intersect on north face of the tower 

 Boardwalk to the soil array (optional from access road to soil array) 

 No boardwalk from the soil array boardwalk to the individual soil plots 

 No boardwalk needed at DFIR site 
 

3.5 Information for ecosystem productivity plots 

The tower at ORNL Walker Branch Advanced site has been positioned to optimize the collection of the 
air/wind signals both temporally and spatially over the desired ecosystem (deciduous hardwood forest).  

Airshed areas at this site are from 247  to 293  όŎƭƻŎƪǿƛǎŜ ŦǊƻƳ нптхύ ŀƴŘ from сух ǘƻ флх όŎƭƻŎƪǿƛǎŜ 
ŦǊƻƳ сухύ, and 90% signals for flux measurements are within a distance of 800 m from tower, and 80% 

within 500 m. We suggest FSU Ecosystem Productivity plots be placed within the boundaries of 247  to 

293  όŎƭƻŎƪǿƛǎŜ ŦǊƻƳ нптхύ or сух ǘƻ флх όŎƭƻŎƪǿƛǎŜ ŦǊƻƳ сухύ.  
 

3.6 Issues and attentions 

According to our communication with Dr. P. Mulholland, the site contact at ORNL, he is ok with NEON 
micrositting tower to the new location. He said currently there is almost no active experiments at this 
forest site. The site location should not conflict with other experimental needs.  

The DFIR site we picked is in an existing open area, which is the closest clearing to our tower location 
that we could find. This open area is currently use by ORNL as a NADP wet/dry deposition colletion site 
and used by ATDD as meteorologiocal sensor test bed. Dr. P. Mulholland expressed interests to let us 
take over the NADP wet/dry deposition instruments and site if we are doing same measurements. He 
felt that it is getting more difficult for him to get funding to maintain the measreuments. He also said if 
the open space is not large enough to meet the class 1 or 2 criteria for DFIR, it is possible to cut down 
some rows of trees to enlarge the space, but a proposal is required for further discussion with regarding 
permit and approvals. Dr. J. Kochendorfer from ATDD implied that some unused equipment could be 
removed from the site to free up space for our DFIR. But that needs to be checked and confirmed by Dr 
T. Meyers.  
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Dr. J. Kochendorfer from ATDD  mentioend some gas emissions from the buildings on the south or west 
sides of the forest could potentially affect source area (flux) measurements.  He said that could be the 
reason Ameriflux tower at Walker Branch was relocated to Chestnut Ridge. But he was unclear what the 
gas species was/is and where the emission sources could be. We will need communicate with Dr T. 
Meyers about this issue for further information. 

One inconvenient issue here is that scientist with foreign nationality need to be escorted all the time. 
Hopefully, NEON can negotiate a special permit without such restriction for our foreign scientists.   
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4 MOUNTAIN LAKE BIOLOGICAL STATION, RELOCATEABLE TOWER 1 

4.1  Site description 

NEON candidate Relocatable tower site at Virginia (37.371796, -80.524488) is located within Mountain 
Lake Biological Station boundary (see Figure 22). Because the major fetch area for the candidate tower 
location is over a creek and drainage area to the west, we propose a new tower site at 37.37828, -
80.52484 to maximize our measurements over the natural hardwood forest ecosystem. The analysis and 
results we provide below are based on the new site at 37.37828, -80.52484. 

Mountain Lake Biological Station is located on a remote wooded ridge at an elevation of 1,160 meters 
on the top of Salt Pond Mountain in southwestern Virginia.  Its mountaintop location is surrounded by 
sharp ecological gradients and fine-scale changes in habitat - ideal conditions for the studies of ecology 
and evolution.  Biologists from around the world come to the station each summer to conduct field 
research based on the diverse flora and fauna of the Southern Appalachians. The station supports a 
summer population of 60 -100 students, researchers and their families. Visiting scientists conduct 
research in plant and animal population biology, behavioral ecology, life history evolution, community 
ecology, ecological genetics, biosystematics, epidemiology, conservation biology, and the physiology of 
behavior.  Many research programs are long-term, resulting in numerous publications, and are often 
funded by the NSF.  Biologists interested in field studies are encouraged to consider Mountain Lake as a 
home for their research.  Some financial assistance is available to assist graduate students and faculty in 

starting research projects at the Station (Information source: http://mlbs.org/research.html ). 

Weather summary data for 2005 at this station can be found in the table below (information source: 
http://www.mlbs.virginia.edu/weatherdata/metsum.htm ): 

Table 8 MLBS Meteorological Data Summary for 2005 

Month  
Temperature (deg. C)  Rain (mm)  Humidity (Rel. %)  Wind Speed (m/s)  PAR*  

Maximum  Minimum  Mean  Accumulation  Mean   Mean  Mean  

January 14.5 -20.3 -0.8 87 83 2.3 114 

February 12.5 -12.5 -0.5 58 78 2.6 193 

March 17.0 -13.0 0.6 112 79 2.7 270 

April 21.1 -5.5 8.3 111 68 2.6 340 

May 23.1 -1.9 11.1 66 71 2.0 412 

June 26.4 7.4 16.9 85 86 1.7 373 

July 27.5 12.0 19.4 117 91 1.4 360 

August 26.8 11.8 19.1 111 90 1.3 323 

September 24.7 2.7 16.0 22 85 1.5 345 

October 21.2 -2.9 10.4 100 86 1.8 217 

November 18.3 -14.4 5.5 124 73 2.3 168 

December 11.1 -13.4 -3.0 52 80 2.5 107 

http://mlbs.org/research.html
http://www.mlbs.virginia.edu/weatherdata/metsum.htm
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The Year 27.5 -20.3 8.6 1044 81 2.1 269 

 
Figure 22. Boundary map of Mountain Lake Biological Station and NEON candidate tower location 
 

4.1.1 Ecosystem 

The land use types and ecosystems are diverse at this region (see Figure 23-24, and Table 9-10 below).  
Appalachian (Hemlock-) Northern Hardwood Forest and Central and Southern Appalachian Montane 
Oak Forest count for > 95% in area in this region. The ecosystem type that we will measure at the 
proposed new site is oak forest.   The terrain is flat and ecosystem is very uniform around tower site. 
The mean canopy height around tower is ~18 m with lowest branch at ~8 m above ground. Seedlings 
and saplings understory varies from 5 to 12 m in height without obvious strata. Ferns and other annual 
plants form the understory at floor lever with height < 1m. Canopy is closed and canopy area density is 
estimated to be 5 in summer and 2.5 in winter. Photo below shows a general view of the site (Figure 25.) 
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Figure 23. Vegetative cover map of Mountain Lake Biological Station and surrounding areas (information 
is from USGS, http://landfire.cr.usgs.gov/viewer/viewer.htm) 
 
Table 9. Land cover information at Mountain Lake Biological Station site (information is from USGS, 
http://landf ire.cr.usgs.gov/viewer/viewer.htm). 

Land cover types Area (km2) Percentage 

Appalachian (Hemlock-)Northern Hardwood Forest 1.458606 64.9206698 

Central and Southern Appalachian Montane Oak Forest 0.716664 31.897795 

Central and Southern Appalachian Spruce-Fir Forest 0.003597 0.16011028 

Central Interior and Appalachian Swamp Systems 0.013868 0.61726274 

Developed-Open Space 0.034876 1.55229385 

Open Water 0.006295 0.28019292 

Ruderal Forest-Northern and Central Hardwood and Conifer 0.0068 0.30267066 

Ruderal Upland-Old Field 0.000899 0.04002756 

# NEON Candidate Tower

Mountain Lake Biological Station Property Boundary

Vegetation Type

Agriculture-Cultivated Crops and Irrigated Agriculture

Agriculture-Pasture and Hay

Allegheny-Cumberland Dry Oak Forest and Woodland

Appalachian (Hemlock-)Northern Hardwood Forest

Appalachian Shale Barrens

Barren

Central and Southern Appalachian Montane Oak Forest

Central and Southern Appalachian Spruce-Fir Forest

Central Appalachian Alkaline Glade and Woodland

Central Appalachian Dry Oak-Pine Forest

Central Appalachian Pine-Oak Rocky Woodland

Central Interior and Appalachian Floodplain Systems

Central Interior and Appalachian Riparian Systems

Central Interior and Appalachian Swamp Systems

Developed-High Intensity

Developed-Low Intensity

Developed-Medium Intensity

Developed-Open Space

Eastern Serpentine Woodland

Introduced Upland Vegetation-Annual Grassland

Introduced Upland Vegetation-Perennial Grassland and Forbland

Managed Tree Plantation-Northern and Central Hardwood and Conifer Plantation Group

North-Central Interior Wet Flatwoods

Northeastern Interior Dry-Mesic Oak Forest

Open Water

Ruderal Forest-Northern and Central Hardwood and Conifer

Ruderal Forest-Southeast Hardwood and Conifer

Ruderal Upland-Old Field

South-Central Interior Mesophytic Forest

Southern and Central Appalachian Cove Forest

Southern Appalachian Grass and Shrub Bald

Southern Appalachian Low-Elevation Pine Forest

Southern Appalachian Montane Pine Forest and Woodland

Southern Appalachian Oak Forest

Southern Ridge and Valley/Cumberland Dry Calcareous Forest

http://landfire.cr.usgs.gov/viewer/viewer.htm
http://landfire.cr.usgs.gov/viewer/viewer.htm
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Southern Appalachian Grass and Shrub Bald 0.005145 0.2289772 

Total 999973.98 100.00 

 

  
 
Figure 24. Vegetative height map of Mountain Lake Biological Station and the surrounding areas 
(information is from USGS, http://landfire.cr.usgs.gov/viewer/viewer.htm). 
 
Table 10. Percent Land cover by vegetation height at Mountain Lake Biological Station 
(information is from USGS, http://landfire.cr.usgs.gov/viewer/viewer.htm) 
 

Vegetation Height Vegetation Type Area Percentage 

Forest_Height_10_to_25_meters 
Appalachian (Hemlock-)Northern 
Hardwood Forest 1.458606 64.9202476 

Forest_Height_10_to_25_meters 
Central and Southern Appalachian 
Montane Oak Forest 0.716679 31.8982379 

Forest_Height_10_to_25_meters 
Central and Southern Appalachian Spruce-
Fir Forest 0.003597 0.16010924 

Forest_Height_10_to_25_meters 
Central Interior and Appalachian Swamp 
Systems 0.013868 0.61725873 

Developed-Open_Space Developed-Open Space 0.034876 1.55228375 

Open_Water Open Water 0.006295 0.2801911 

Forest_Height_10_to_25_meters 
Ruderal Forest-Northern and Central 
Hardwood and Conifer 0.0068 0.30266869 

Shrub_Height_0.5_to_1.0_meter Ruderal Upland-Old Field 0.000899 0.0400273 

Herb_Height_0.5_to_1.0_meters Southern Appalachian Grass and Shrub 0.005145 0.22897571 

# NEON Candidate Tower

Mountain Lake Biological Station Property Boundary

Vegetation Height to Vegetation Type

Appalachian (Hemlock-)Northern Hardwood Forest, Forest_Height_10_to_25_meters

Central Interior and Appalachian Swamp Systems, Forest_Height_10_to_25_meters

Central and Southern Appalachian Montane Oak Forest, Forest_Height_10_to_25_meters

Central and Southern Appalachian Montane Oak Forest, Forest_Height_5_to_10_meters

Central and Southern Appalachian Spruce-Fir Forest, Forest_Height_10_to_25_meters

Developed-Open Space, Developed-Open_Space

Open Water, Open_Water

Ruderal Forest-Northern and Central Hardwood and Conifer, Forest_Height_10_to_25_meters

Ruderal Upland-Old Field, Shrub_Height_0.5_to_1.0_meter

Southern Appalachian Grass and Shrub Bald, Herb_Height_0.5_to_1.0_meters

Southern Appalachian Grass and Shrub Bald, Shrub_Height_1.0_to_3.0_meters

http://landfire.cr.usgs.gov/viewer/viewer.htm
http://landfire.cr.usgs.gov/viewer/viewer.htm
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Bald 

 Total Area Sq Km 2.246766 100 

 
 

 
 
Figure 25. General view of the ecosystem at Mountain Lake Biological Station Relocatable tower location 
 

4.2 Soils 

4.2.1 Description of soils 

Soil data and soil maps (Figure 26) below for Mountain Lake Biological Station relocatable tower site 
were collected from 2.4 km2 NRCS soil maps (http://websoilsurvey.nrcs.usda.gov/app/HomePage.htm), 
which centered at the tower location, to determine the dominant soil types in the larger tower foot 
print.  This was done to assure that the soil array is in the dominant (or in the co-dominant) soil type 
present in the tower footprint. 
 

http://websoilsurvey.nrcs.usda.gov/app/HomePage.htm
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Figure 26.  2.4 km2 soil map for Mountain Lake Biological Station relocatable site, center at tower 
location, north is top of map. 
 
Soil Map Units Description: 
The map units delineated on the detailed soil maps in a soil survey represent the soils or miscellaneous 
areas in the survey area.  The map unit descriptions in this report, along with the maps, can be used to 
determine the composition and properties of a unit.  The map unit delineation on a soil map represents 
an area dominated by one or more major kinds of soil or miscellaneous areas.  A map unit is identified 
and named according to the taxonomic classification of the dominant soils.  Within a taxonomic class 
there are precisely defined limits for the properties of the soils.  On the landscape, however, the soils 
are natural phenomena, and they have the characteristic variability of all natural phenomena.  Thus, the 
range of some observed properties may extend beyond the limits defined for a taxonomic class.  Areas 
of soils of a single taxonomic class rarely, if ever, can be mapped without including areas of other 
taxonomic classes.  Consequently, every map unit is made up of the soils or miscellaneous areas for 
which it is named and some minor components that belong to taxonomic classes other than those of the 
major soils. 
 
Most minor soils have properties similar to those of the dominant soil or soils in the map unit, and thus 
they do not affect use and management.  These are called non-contrasting, or similar, components.  
They may or may not be mentioned in a particular map unit description.  Other minor components, 
however, have properties and behavioral characteristics divergent enough to affect use or to require 
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different management.  These are called contrasting, or dissimilar, components.  They generally are in 
small areas and could not be mapped separately because of the scale used. Some small areas of strongly 
contrasting soils or miscellaneous areas are identified by a special symbol on the maps.  If included in 
the database for a given area, the contrasting minor components are identified in the map unit 
descriptions along with some characteristics of each.  A few areas of minor components may not have 
been observed, and consequently they are not mentioned in the descriptions, especially where the 
pattern was so complex that it was impractical to make enough observations to identify all the soils and 
miscellaneous areas on the landscape. 
 
The presence of minor components in a map unit in no way diminishes the usefulness or accuracy of the 
data.  The objective of mapping is not to delineate pure taxonomic classes but rather to separate the 
landscape into landforms or landform segments that have similar use and management requirements.  
The delineation of such segments on the map provides sufficient information for the development of 
resource plans.  If intensive use of small areas is planned, however, onsite investigation is needed to 
define and locate the soils and miscellaneous areas. 
 
An identifying symbol precedes the map unit name in the map unit descriptions.  Each description 
includes general facts about the unit and gives important soil properties and qualities. 
Soils that have profiles that are almost alike make up a soil series.  All the soils of a series have major 
horizons that are similar in composition, thickness, and arrangement.  Soils of a given series can differ in 
texture of the surface layer, slope, stoniness, salinity, degree of erosion, and other characteristics that 
affect their use.  On the basis of such differences, a soil series is divided into soil phases.  Most of the 
areas shown on the detailed soil maps are phases of soil series.  The name of a soil phase commonly 
indicates a feature that affects use or management.  For example, Alpha silt loam, 0 to 2 percent slopes, 
is a phase of the Alpha series. 
 
Some map units are made up of two or more major soils or miscellaneous areas.  These map units are 
complexes, associations, or undifferentiated groups. 
A complex consists of two or more soils or miscellaneous areas in such an intricate pattern or in such 
small areas that they cannot be shown separately on the maps.  The pattern and proportion of the soils 
or miscellaneous areas are somewhat similar in all areas.  Alpha-Beta complex, 0 to 6 percent slopes, is 
an example. 
An association is made up of two or more geographically associated soils or miscellaneous areas that are 
shown as one unit on the maps.  Because of present or anticipated uses of the map units in the survey 
area, it was not considered practical or necessary to map the soils or miscellaneous areas separately. 
The pattern and relative proportion of the soils or miscellaneous areas are somewhat similar. Alpha-
Beta association, 0 to 2 percent slopes, is an example.  
An undifferentiated group is made up of two or more soils or miscellaneous areas that could be mapped 
individually but are mapped as one unit because similar interpretations can be made for use and 
management.  The pattern and proportion of the soils or miscellaneous areas in a mapped area are not 
uniform.  An area can be made up of only one of the major soils or miscellaneous areas, or it can be 
made up of all of them.  Alpha and Beta soils, 0 to 2 percent slopes, is an example.  
Some surveys include miscellaneous areas. Such areas have little or no soil material and support little or 
no vegetation. Rock outcrop is an example.  Additional information about the map units described in this 
report is available in other soil reports, which give properties of the soils and the limitations, capabilities, 
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and potentials for many uses.  Also, the narratives that accompany the soil reports define some of the 
properties included in the map unit descriptions. 
 
Table 11. Soil series and percentage of soil series within 2.4 km2 centered on the tower, Mountain Lake 
Biological Station. 
 

Giles County, Virginia (VA071)  

Map Unit Symbol  Map Unit Name  
Acres 
in AOI  

Percent 
of AOI  

10B  Cotaco loam, 2 to 7 percent slopes  12.5 2.10% 

12 Fluvaquents, nearly level  142.6 23.80% 

27C  Lily-Bailegap complex, very stony, 2 to 15 percent slopes  177.2 29.60% 

27E  
Lily-Bailegap complex, very stony, 15 to 35 percent 
slopes  168.7 28.20% 

30F  
Nolichucky very stony sandy loam, 30 to 65 percent 
slopes  8.7 1.40% 

W  Water  1.6 0.30% 

Subtotals for Soil Survey Area  511.2 85.30% 

Totals for Area of Interest  598.9 100.00% 

Jefferson National Forest, Virginia, Northern Part (VA602)   

No soil data available for this soil survey area.    

Totals for Area of Interest  598.9 100.00% 

 
Giles County, Virginia: 10BτCotaco loam, 2 to 7 percent slopes. Map Unit Setting Elevation: 550 to 
1,100 feet Mean annual precipitation: 34 to 46 inches Mean annual air temperature: 52 to 55 degrees F 
Frost-free period: 129 to 180 days Map Unit Composition Cotaco and similar soils: 85 percent 
Description of Cotaco Setting Landform: Stream terraces Landform position (two-dimensional): Summit 
Landform position (three-dimensional): Tread Down-slope shape: Linear Across-slope shape: Linear 
Parent material: Old alluvium derived from sandstone and shale Properties and qualities Slope: 2 to 7 
percent Depth to restrictive feature: More than 80 inches Drainage class: Moderately well drained 
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to high (0.57 to 1.98 in/hr) 
Depth to water table: About 18 to 30 inches Frequency of flooding: None Frequency of ponding: None 
Available water capacity: Moderate (about 7.0 inches) Interpretive groups Land capability 
(nonirrigated): 2e Typical profile 0 to 8 inches: Loam 8 to 11 inches: Loam 11 to 60 inches: Clay loam 
 
Giles County, Virginia: 12τFluvaquents, nearly level. Map Unit Setting Mean annual precipitation: 34 
to 46 inches Mean annual air temperature: 52 to 55 degrees F Frost-free period: 129 to 180 days Map 
Unit Composition Fluvaquents and similar soils: 80 percent Description of Fluvaquents Setting 
Landform: Flood plains Landform position (two-dimensional): Toeslope Landform position (three-
dimensional): Tread Down-slope shape: Linear Across-slope shape: Linear Parent material: Alluvium 
derived from sandstone and shale Properties and qualities Slope: 0 to 3 percent Depth to restrictive 
feature: More than 80 inches Drainage class: Poorly drained Capacity of the most  limiting layer to 
transmit water (Ksat): Moderately high to high (0.57 to 1.98 in/hr) Depth to water table: About 0 inches 
Frequency of flooding: Frequent Frequency of ponding: None Available water capacity: Moderate (about 
7.9 inches) Interpretive groups Land capability (nonirrigated): 7w Typical profile 0 to 13 inches: Loam 13 
to 41 inches: Loam 41 to 65 inches: Fine sandy loam  
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Giles County, Virginia: 27CτLily-Bailegap complex, very stony, 2 to 15 percent slopes. Map Unit 
Setting Mean annual precipitation: 34 to 46 inches Mean annual air temperature: 52 to 55 degrees F 
Frost-free period: 129 to 180 days Map Unit Composition Lily and similar soils: 55 percent Bailegap and 
similar soils: 35 percent Description of Lily Setting Landform: Mountains Landform position (two-
dimensional): Summit, shoulder Landform position (three-dimensional): Mountaintop Down-slope shape: 
Convex Across-slope shape: Convex Parent material: Residuum weathered from sandstone and siltstone 
and interbedded shale Properties and qualities Slope: 2 to 15 percent Surface area covered with 
cobbles, stones or boulders: 9.0 percent Depth to restrictive feature: 20 to 40 inches to lithic bedrock 
Drainage class: Well drained Capacity of the most limiting layer to transmit water (Ksat): Moderately 
high to high (0.20 to 5.95 in/hr) Depth to water table: More than 80 inches Frequency of flooding: None 
Frequency of ponding: None Available water capacity: Low (about 4.3 inches) Interpretive groups Land 
capability (nonirrigated): 6s Typical profile 0 to 7 inches: Gravelly sandy loam 7 to 30 inches: Gravelly 
loam 30 to 36 inches: Clay loam 36 to 46 inches: Bedrock Description of Bailegap Setting Landform: 
Mountains Landform position (two-dimensional): Summit,  shoulder Landform position (three-
dimensional): Mountaintop Down-slope shape: Convex Across-slope shape: Convex Parent material: 
Residuum weathered from sandstone and siltstone and interbedded shale Properties and qualities 
Slope: 2 to 15 percent Surface area covered with cobbles, stones or boulders: 9.0 percent Depth to 
restrictive feature: 40 to 60 inches to paralithic bedrock; 40 to 60 inches to lithic bedrock Drainage class: 
Well drained Capacity of the most limiting layer to transmit water (Ksat): Very low to moderately high 
(0.00 to 0.20 in/hr) Depth to water table: More than 80 inches Frequency of flooding: None Frequency of 
ponding: None Available water capacity: Low (about 4.7 inches) Interpretive groups Land capability 
(nonirrigated): 6s Typical profile 0 to 8 inches: Flaggy loam 8 to 20 inches:   Gravelly silt loam 20 to 42 
inches: Very cobbly silt loam 42 to 58 inches: Bedrock 58 to 68 inches:  Bedrock 
 
Giles County, Virginia: 27EτLily-Bailegap complex, very stony, 15 to 35 percent slopes. Map Unit 
Setting Mean annual precipitation: 34 to 46 inches Mean annual air  temperature: 52 to 55 degrees F 
Frost-free period: 129 to 180 days Map Unit Composition Lily and similar soils: 70 percent Bailegap and 
similar soils: 20 percent Description of Lily Setting Landform: Mountains Landform position (two-
dimensional): Backslope Landform position (three-dimensional): Mountainflank Down-slope shape: 
Linear Across-slope shape: Convex Parent material: Residuum weathered from sandstone and siltstone 
and interbedded shale Properties and qualities Slope: 15 to 35 percent Surface area covered with 
cobbles, stones or boulders: 9.0 percent Depth to restrictive feature: 20 to 40 inches to lithic bedrock 
Drainage class: Well drained Capacity of the most limiting layer to transmit water (Ksat): Moderately 
high to high (0.20 to 5.95 in/hr) Depth to water table: More than 80 inches Frequency of flooding: None 
Frequency of ponding: None Available water capacity: Low (about 4.3 inches) Interpretive groups Land 
capability (nonirrigated): 6s Typical profile 0 to 7 inches: Gravelly sandy loam 7 to 30 inches: Gravelly 
loam 30 to 36 inches: Clay loam 36 to 46 inches: Bedrock Description of Bailegap Setting Landform: 
Mountains Landform position (two-dimensional): Backslope Landform position (three-dimensional): 
Mountainflank Down-slope shape: Linear Across-slope shape: Convex Parent material: Residuum 
weathered from sandstone and siltstone and interbedded shale Properties and qualities Slope: 15 to 35 
percent Surface area covered with cobbles, stones or boulders: 9.0 percent Depth to restrictive feature: 
40 to 60 inches to paralithic bedrock; 40 to 60 inches to lithic bedrock Drainage class: Well drained 
Capacity of the most limiting layer to transmit water (Ksat): Very low to moderately high (0.00 to 0.20 
in/hr) Depth to water table: More than 80 inches Frequency of flooding: None Frequency of ponding: 
None Available water capacity: Low (about 4.7 inches) Interpretive groups Land capability 
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(nonirrigated): 6s Typical profile 0 to 8 inches: Flaggy loam 8 to 20 inches: Gravelly silt  loam 20 to 42 
inches: Very cobbly silt loam 42 to 58 inches: Bedrock 58 to 68 inches: Bedrock  
 
Giles County, Virginia: 30FτNolichucky very stony sandy loam, 30 to 65 percent slopes. Map Unit 
Setting Mean annual precipitation: 34 to 46 inches Mean annual air temperature: 52 to 55 degrees F 
Frost-free period: 129 to 180 days Map Unit Composition Nolichucky and similar soils: 90 percent 
Description of Nolichucky Setting Landform: Hills Landform position (two-dimensional): Backslope 
Landform position (three-dimensional): Side slope, nose slope Down-slope shape: Convex Across-slope 
shape: Convex Parent material: Colluvium derived from sandstone and shale and minor amounts of 
limestone Properties and qualities Slope: 30 to 65 percent Surface area covered with cobbles, stones or 
boulders: 9.0 percent Depth to restrictive feature: More than 80 inches Drainage class: Well drained 
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to high (0.57 to 1.98 in/hr) 
Depth to water table: More than 80 inches Frequency of flooding: None Frequency of ponding: None 
Available water capacity: Moderate (about 7.0 inches) Interpretive groups Land capability 
(nonirrigated): 7s Typical profile 0 to 8 inches: Gravelly sandy loam 8 to 32 inches: Clay loam 32 to 43 
inches: Gravelly clay loam 43 to 70 inches: Clay loam  
 
Giles County, Virginia: WτWater. Map Unit Setting Mean annual precipitation: 34 to 46 inches Mean 
annual air temperature: 52 to 55 degrees F Frost-free period: 129 to 180 days Map Unit Composition 
Water: 100 percent Description of Water Setting Landform: Perennial streams, lakes 
 

4.2.2 Soil semi-variogram description 

The goal of this aspect of the site characterization is to determine the minimum distance between the 
soil plots in the soil array such that data farther apart can be considered spatially independent.  The 
collected field data will be used to produce semivariograms, which is a geostatistical technique to 
characterize spatial autocorrelation between mapped samples of a quantitative variable (e.g., soil 
property data in our case).  In an empirical semivariogram, the average of the squared differences of a 
response variable is computed for all pairs of points within specified distance intervals (lag classes).  The 
output is presented graphically as a plot of the average semi-variance versus distance class (Figure 27).  
For the theoretical variogram models considered here, the semivariance will converge on the total 
variance at distances for which values are no longer spatially auto-correlated (this is referred to as the 
range, Figure 27). 
 
For the theoretical variograms considered here, three parameters estimated from the data are used to 
fit a semivariogram model to the empirical semivariogram. This model is then assumed to quantitatively 
represent the correlation as a function of distance (Figure 27), the range, the sill (the sill is the 
asymptotic value of semi-variance at the range), and the nugget (which describes sampling error or 
variation at distances below those separating the closest pairs of samples).  The range, sill and nugget 
are estimated from theoretical models that are fitted to the empirical variograms using non-linear least 
squares methods. 
 
The variogram analysis will be used, to determine the spatial scales at which we can consider soil 
measurements spatially independent.  This characterization will directly inform the minimum distance 
between i) soil plots within each soil array, ii) the soil profile measurements, iii) EP plots, and iv) the 
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microbial sampling locations.  These data will directly inform NEON construction and site design 
activities. 
 

 
 
Figure 27. Example semivariogram, depicting range, sill, and nugget. 
 

 
Figure 28. Spatially cyclic sampling design for the measurements of soil temperature and soil water 
content.  
 
Field measurements of soil temperature (0-12 cm) and moisture (0-15 cm) were taken on 22 April 2010 
at the Mountain Lake site. The sampling points followed the spatially cyclic sampling design by Bond-
Lamberty et al. (2006) (Figure 28). Soil temperature and moisture measurements were collected along 
three transects (168 m, 84 m, and 84 m) located in the expected airshed at Mountain Lake. Details of 
how the airshed was determined are provided below. Soil temperature was measured with platinum 
resistance temperature sensors (RTD 810, Omega Engineering Inc., Stamford CT) and soil moisture was 
measured with time domain diaelectric sensors (CS616, Campbell Scientific Inc., Logan UT). 
 
As well as measuring soil temperature and moisture at each sample point in Figure 28, measurements 
were also taken 30 cm in front and behind the sampling point along the axis of the transect. For 
example, at the 2 m sampling point, soil temperature and moisture was measured at 1.7 m, 2 m, and 2.3 
m; this data is referred to as mobile data, since the measurements were taken at many different 
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locations. In addition, soil temperature and moisture were continuously recorded at a single fixed 
location (stationary data) throughout the sampling time to correct for changes in temperature and 
moisture throughout the day. 
 
Data collected were used for geospatial analyses of variograms in the R statistical computing language 
with the geoR package to test for spatial autocorrelation (Trangmar et al. 1986; Webster & Oliver 1989; 
Goovaerts 1997; Riberiro & Diggle 2001) and estimate the distance necessary for independence among 
soil plots in the soil array. To correct for changes in temperature and moisture over the sampling period, 
the stationary data was subtracted from the mobile data. In many instances a time of day trend was still 
apparent in the data even after subtracting the stationary data from the mobile data. This time of day 
trend was corrected for by fitting a linear regression and using the residuals for the semivariogram 
analysis. Soil temperature and moisture data, R code, graphs, and R output can be found at: 
P:\FIU\FIU_Site_Characterization\DXX\YYYYYYY_Characterization\Soil Measurements\Soil Data Analysis 
(where XX = domain number and YYYYYYY = site name). 
 

4.2.3 Results and interpretation 

4.2.3.1 Soil Temperature 

Soil temperature data residuals, after accounting for changes in temperature in the stationary data and 
any remaining time of day trend, were used for the semivariogram analysis (Figure 29). Exploratory data 
analysis plots show that there was no distinct patterning of the residuals (Figure 30, left graphs) and 
directional semivariograms do not show anisotropy (Figure 30, center graph). An isotropic empirical 
semivariogram was produced and a spherical model was fitted using Cressie weights (Figure 30, right 
graph). The model indicates a distance of effective independence of 79 m for soil temperature. 
 

 
Figure 29. Left graph: mobile (circles) and stationary (line) soil temperature data. Center graph: 
temperature data after correcting for changes in temperature in the stationary data (circles) and a linear 
regression based on time of day (line). Right graph: residual temperature data after correcting for 
changes temperature in the stationary data and the time of day regression. Data in the right graph were 
used for the semivariogram analysis. 
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Figure 30. Left graphs: exploratory data analysis plots for residuals of temperature. Center graph: 
directional semivariograms for residuals of temperature. Right graph: empirical semivariogram (circles) 
and model (line) fit to residuals of temperature. 
 

4.2.3.2 Soil water content 

Soil water content data residuals, after accounting for changes in water content in the stationary data 
and any remaining time of day trend, were used for the semivariogram analysis (Figure 31). Exploratory 
data analysis plots show that there was no distinct patterning of the residuals (Figure 32, left graph) and 
directional semivariograms do not show anisotropy (Figure 32, center graph). An isotropic empirical 
semivariogram was produced and a spherical model was fitted using Cressie weights (Figure 32, right 
graph). The model indicates a distance of effective independence of 70 m for soil water content. 
 

 
Figure 31. Left graph: mobile (circles) and stationary (line) soil water content data. Center graph: water 
content data after correcting for changes in water content in the stationary data (circles) and a linear 
regression based on time of day (line). Right graph: residual water content data after correcting for 
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changes water content in the stationary data and the time of day regression. Data in the right graph 
were used for the semivariogram analysis. 
 

 
Figure 32. Left graphs: exploratory data analysis plots for residuals of soil water content. Center graph: 
directional semivariograms for residuals of water content. Right graph: empirical semivariogram (circles) 
and model (line) fit to residuals of water content. 
 

4.2.3.3 Soil array layout and soil pit location 

The minimum distance allowable between soil plots is 25 m to ensure a degree of spatial independence 
in non-measured soil parameters (i.e., other than temperature and water content) and the maximum 
distance allowable between soil plots is 40 m due to costs. The estimated distance of effective 
independence was 79 m for soil temperature and 70 m for soil moisture. Based on these results and the 
site design guidelines the soil plots at Mountain Lake shall be placed 40 m apart. The soil array shall 
follow the linear soil array design (Soil Array Pattern B) with the soil plots being 5 m x 5 m. The direction 
of the soil array shall be 290° from the soil plot nearest the tower (i.e., first soil plot). The location of the 
first soil plot will be approximately 37.37840°, -80.52515°. The exact location of each soil plot will be 
chosen by an FIU team member during site construction to avoid placing a soil plot at an 
unrepresentative location (e.g., rock outcrop, drainage channel, large tree, etc). The FIU soil pit for 
characterizing soil horizon depths, collecting soil for site-specific sensor calibration, and collecting soil 
for the FIU soil archive will be located at 37.37835°, -80.52481°. A summary of the soil information is 
shown in Table 12 and site layout can be seen in Figure 33. 
 
Dominant soil series at the site: Fluvaquents, nearly level. The taxonomy of this soil is shown below: 
Order: Entisols 
Suborder: Aquents 
Great group: Fluvaquents 
Subgroup: NA 
Family: NA 
Series: Fluvaquents, nearly level 
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Table 12. Summary of soil array and soil pit information at Mountain Lake. 0° represents true north and 
accounts for declination. 
 

Soil plot dimensions 5 m x 5 m 

Soil array pattern B 

Distance between soil plots: x 40 m 

Distance from tower to closest soil plot: y 30 m 

Latitude and longitude of 1st soil plot OR 
direction from tower 

37.37840°, -80.52515° 

Direction of soil array 290° 

Latitude and longitude of FIU soil pit 37.37778°, -80.52426° 

Dominant soil type Fluvaquents, nearly level 

Expected soil depth >2 m 

Depth to water table 0 m 

  

Expected depth of soil horizons Expected measurement depths* 

0-0.33 m (loam) 0.17 mϞ 

0.33-1.04 m (loam) 0.69 mϞ 

1.04 -1.65 m (fine sandy loam) 1.35 mϞ 

1.65-2.00 m§ 1.83 m 

2.00 m 2.00 m 
*Actual soil measurement depths will be determined based on measured soil horizon depths at the 
NEON FIU soil pit and may differ substantially from those shown here. 
ϞExpected depths for CO2 sensors (actual depths will be determined based on horizons in the FIU soil pit) 
§Soil description not available at this depth 
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Figure 33.  Site layout at Mountain Lake showing soil array and location of the FIU soil pit.   

4.3 Airshed 

4.3.1 Seasonal windroses 

Wind roses analytically determine and graphically represent the frequencies of wind direction and wind 
speed over a given timeseries, Figures 34-37.  The weather data used to generate the following wind 
roses are from Virginia Tech airport (37.217, -80.417), VA, which is ~20 km southeast of NEON 
Relocatable site at Mountain Lake Biological Station. The orientation of the wind rose follows that of a 
compass (assume declination applied).  When we describe the wind directions it should be noted that 
they are the cardinal direction that wind blows from.  Color bands depict the range of wind speeds.  The 
directions of the rose with the longest spoke show wind directions with the largest frequency.  These 
wind roses are subdivided into as 24 cardinal directions. 
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4.3.2 Results (graphs for wind roses)   

 
Figure 34.  Windroses of January ς March for D07 Mountain Lake Biological Station Relocatable site.   
 

 
Figure 35.  Windroses of April ς June for D07 Mountain Lake Biological Station Relocatable site.   
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Figure 36.  Windroses of July ς September for D07 Mountain Lake Biological Station Relocatable site.   
 

 
Figure 37.  Windroses of October ς December for D07 Mountain Lake Biological Station Relocatable site.   
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4.3.3 Resultant vectors 

Table 13. The resultant wind vectors from D07 Mountain Lake Biological Station Relocatable site.  

Quarterly (seasonal) timeperiod Resultant vector % duration 

January to March 313  54 

April to June 340  45 

July to September 350  53 

October to December 335  45 

Annual mean 334.5  na. 

 

4.3.4 Expected environmental controls on source area 

Two types of models were commonly used to determine the shape and extent of the source area under 
different and contrasting atmospheric stability classes.  An inverted plume dispersion model with 
modeled cross wind solutions were used for convective conditions (Horst and Weil 1994).  For strongly 
stable conditions, and Lagrangian solution was used (Kormann and Meixner 2001).  The source area 
models where bounded by the expected conditions depict the extreme conditions.  Convective 
conditions typically have strong vertical mixing between the ecosystem and atmosphere (surface layer).  
Stable conditions typically have long source area and associated waveforms.  Convective turbulence is 
often characterized by short mixing scales (scalar) and moderate daytime wind speeds, e.g., 1-4 m s-2.  
Higher wind speeds, like those experienced over the Rockies, are often the product of mechanical 
turbulence with long waveforms.  Because thermal stratification is very efficient in suppressing vertical 
mixing, stable conditions also have typically very long waveforms. 
 
As a general rule, shorter and less structurally complex ecosystems have good vertical mixing during all 
atmospheric stabilities.  Taller and more structurally complex ecosystems have well mixed upper 
canopies during the daytime, and can be decoupled below the canopy under neutral and stable 
conditions (e.g., Harvard Forest, Bartlett Experimental Forest, and Burlington Conservation Area).  The 
type of turbulence (mechanical verse convective) and the physical attributes of the ecosystem control 
the degree of mixing, and the length and size of the source area. 
 
Here, with support from Dr R. Clement, we use a web-based footprint model that made by 
Micrometeorology Group at University of Edinburgh, UK to determine the footprint area under various 
conditions (model info: http://www.geos.ed.ac.uk/abs/research/micromet/EdiTools/). Winds used to 
run the model and generate following model results are extracted from the wind roses. Vegetation 
information, temperature and energy information were either from the RFI document, previous site visit 
report, available data files or best estimated from experienced expert.  Measurement height was 
determined from the Tower Height Info document provided by ENG group, then varify according to the 
real ecosystem structure after FIU site characterization at site. Runs 1-3 and 4-6 represents the expected 
conditions for summer and winter conditions, respectively, with maximum and mean windspeeds 
(daytime convective) and nighttime (stable atmospheres) conditions.  The wind vector for each run was 
estimated from wind roses and is placed as a centerline in the site map included in the graphics.  The 
width of the footprint was also estimated using the length between the isopleth of 80% cumulative flux 
and center line to calculate the angle from centerline. This information, along with distance of the 

http://www.geos.ed.ac.uk/abs/research/micromet/EdiTools/
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cumulative flux isopleths and wind direction, will define the source area for the flux measurements on 
the top of the tower.  
 
Table 14. Expected environmental controls to parameterize the source area model, and associated 
results from D07 Mountain Lake Biological Station Relocatable tower site.  

Parameters Run 1 Run 2 Run 3 Run 4 Run 5 Run 6  

Approximate season summer   winter   Units 

 Day  
(max WS) 

Day  
(mean WS) 

Night 
 

Day  
(max WS) 

Day  
(mean WS) 

night qualitative 

Atmospheric stability Convective convective Stable Convective convective Stable qualitative 

Measurement height 30 30 30 30 30 30 m 

Canopy Height 20.2 20.2 20.2 20.2 20.2 20.2 m 

Canopy area density 5.0120 5.0120 5.012 2.5120 2.5120 2.5120 m 

Boundary layer depth 2001 2001 801.0 900 900 500 m 

Expected sensible 
heat flux 

350 350 51 125 125 31 W m-2 

Air Temperature 27 27 20 11 11 3 C 

Max. windspeed 8.8 3.4 1.0 13.0 6.6 2.0 m s-1 

Resultant wind vector 284 284 105 284 284 105 degrees 

Results 

(z-d)/L -0.03 -0.25 -0.40 0 -0.02 -0.13 m 

d 17 17 17 16 16 16 m 

Sigma v 2.90 2.00 0.81 4.00 2.20 0.81 m2 s-2 

Z0 0.71 0.71 0.71 1.00 1.00 1.00 m 

u* 1.20 0.59 0.27 2.00 1.00 0.35 m s-1 

Distance source area 
begins 

0 0 0 0 0 0 m 

Distance of 90% 
cumulative flux 

750 480 200 800 780 500 m 

Distance of 80% 
cumulative flux 

400 250 150 490 420 290 m 

Distance of 70% 
cumulative flux 

300 200 100 300 300 240 m 

Peak contribution 65 45 25 65 65 55 m 
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4.3.5 Footprint model results (source area graphs)  

 

 
Figure 38. D07 Mountain Lake Biological Station summer daytime (convective) footprint output with 
max wind speed. 
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Figure 39. D07 Mountain Lake Biological Station summer daytime (convective) footprint output with 
mean wind speed. 
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Figure 40. D07 Mountain Lake Biological Station summer nighttime (stable) footprint output with mean 
wind speed. 
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Figure 41. D07 Mountain Lake Biological Station winter daytime (convective) footprint output with max 
wind speed. 
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Figure 42. D07 Mountain Lake Biological Station winter daytime (convective) footprint output with mean 
wind speed. 
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Figure 43. D07 Mountain Lake Biological Station winter nighttime (stable) footprint output with mean 
wind speed. 
 






































































































